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MEMORANDUM  

To: 
Mr. Chuck Edwards, P.E. 
NCDOT District Engineer 

From: 
Earl Lewellyn, P.E.  
Kimley-Horn and Associates, Inc. 

Date: September 15, 2020 

Subject: Buc-ee’s West Orange Site – Efland, NC – Traffic Impact Analysis Addendum #2  
 

Kimley-Horn has performed this addendum to the original Phase 1 [Buc-ee’s – West Orange 
County TIA (Kimley-Horn, June 2020)] and Phase 2 [Buc-ee’s Phase 2 – West Orange County 
TIA (Kimley-Horn, August 2020)] analyses, in addition to the “Buc-ee’s West Orange Site – Traffic 
Impact Analysis Addendum #1” (Kimley-Horn, September 11, 2020), to address comments from 
the North Carolina Department of Transportation (NCDOT) related to site access. The site is 
proposed to be located generally north of I-40 between Mt. Willing Road and the US-70/I-40 
Connector in Efland, North Carolina. 

As noted in the original traffic studies, in addition to access on Mt. Willing Road and the I-40 WB 
Service Road, site access is also proposed on the US-70/I-40 Connector and is proposed to align 
with Ben Johnston Road. However, NCDOT has requested additional analyses to evaluate the 
impact of shifting that site access further north along the US-70/I-40 Connector. Based on a review 
of the roadway network, it was assumed that the driveway would be shifted approximately 400 feet 
north of Ben Johnston Road and that Ben Johnston Road would be reconfigured to a right-in/right-
out intersection. 

This memorandum presents updated traffic analyses accounting for the shifted site access, and 
also incorporates the previously analyzed trip generation adjustment for the Buc-ee’s store as 
analyzed in the “Buc-ee’s Traffic Addendum #1”. Based on discussions with NCDOT, weekday 
AM and PM peak hours as well as the Saturday peak hour were analyzed for Phases 1 and 2.  

Existing and Background Traffic 
Existing and projected Phase 1 and Phase 2 background volumes were obtained from the “Buc-
ee’s Traffic Addendum #1” and were not modified for this addendum. 

Trip Generation 
Site trip generation for both Phase 1 and Phase 2 were obtained from the “Buc-ee’s Traffic 
Addendum #1” were not modified for this analysis. 
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Trip Distribution and Assignment 
The same overall trip distribution for Phases 1 and 2 were obtained from previous analyses and 
were not modified for this analysis. However, the site traffic percent assignment was modified for 
this analysis to account for the shifted site driveway and reconfiguration of Ben Johnston Road. 
Site trip distribution and percent assignment used in this analysis are shown on Figures 1–3.  

Figures 4–6 show the Phase 1 peak volumes at the study intersections, while Figures 7–9 show 
the full build-out (Phase 1 + Phase 2) peak volumes at the study intersections.  

While only three study intersections are impacted by the proposed site driveway relocation, all 
study intersections are shown on the volume figures for reference.  

Capacity Analysis 
Capacity analyses were performed using Synchro and SimTraffic Version 10 software. It should 
be noted that this analysis intentionally assumes signal cycle lengths that are longer than 
necessary as a means of modeling worst-case queues for storage length determinations. As a 
result, actual delays and queues are expected to be better than presented in this analysis. Table 
1 summarizes intersection operations for the projected build-out traffic condition at the impacted 
study intersections only.   

Table 1 
Level-of-Service Summary 

Condition 
AM Peak Hour 
LOS (Delay) 

PM Peak Hour 
LOS (Delay) 

Saturday Peak Hour 
LOS (Delay)

US-70/I-40 Connector & I-40 EB Ramps (Signalized by Project) 

Build-out Traffic – Phase 1 C (34.6) D (35.8) D (47.9) 

Build-out Traffic – Phase 2  C (28.7) C (22.4) C (20.5) 

US-70/I-40 Connector & I-40 WB Ramps (Signalized by Project) 

Build-out Traffic – Phase 1 B (15.2) C (23.4) C (22.4) 

Build-out Traffic – Phase 2  B (13.9) C (23.0) B (19.9) 

US-70/I-40 Connector & Ben Johnston Road (Unsignalized, Convert to RI/RO by Project)* 

Build-out Traffic – Phase 1 WB – A (6.3) WB – B (11.7) WB – B (11.2) 

Build-out Traffic – Phase 2  WB – A (3.9) WB – A (9.4) WB – A (7.2) 

US-70/I-40 Connector & Site Driveway (Signalized by Project) 

Build-out Traffic – Phase 1 B (15.3) B (14.6) B (12.5) 

Build-out Traffic – Phase 2  B (14.4) B (15.5) B (15.4) 
 

* Note: HCM methodology does not report an overall level of service for the unsignalized intersections. The 
SimTraffic level of service and delay for the worst side-street approach are reported for this intersection. 
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Recommendations 
In the scenario where US-70/I-40 Connector site access is shifted approximately 400 feet north of 
Ben Johnston Road, the following improvements were identified to accommodate Phase 1 and 
Phase 2 site traffic in addition to those recommended in “Buc-ee’s Traffic Addendum #1”: 

US-70/I-40 Connector – Ben Johnston Road 

 Convert Ben Johnston Road to a right-in/right-out configuration with one ingress lane and one 
egress lane 

 
US-70/I-40 Connector – Ben Johnston Road/Site Driveway 

 Construct a site driveway on US-70/I-40 Connector Road approximately 400 feet north of Ben 
Johnston Road. The driveway should provide two ingress lanes and three egress lanes: a left-
turn lane with 200 feet of storage, a continuous right-turn lane, and a right-turn lane with 300 
feet of storage 

 Construct dual northbound left-turn lanes, each with 300 feet of storage and appropriate tapers 
on US-70/I-40 Connector  

 Install a traffic signal 
 
Recommended roadway laneage is shown on Figure 10.  

Based on the capacity analyses presented herein, all of the study intersections are expected to 
operate acceptably in Phase 1 and 2 build-out traffic conditions.  

Should you have any questions or comments, please do not hesitate to contact me at (919) 653-
5874 or earl.lewellyn@kimley-horn.com. 

 

 

 

Appendices 
Appendix A: Figures 1 – 10 
Appendix B: Phase 2 Intersection Spreadsheets – with Shifted Site Driveway 
Appendix C: Phase 2 Synchro and SimTraffic Outputs – with Shifted Site Driveway 
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Appendix B:
Phase 1 Int. Spreadsheets
With Shifted Site Driveway



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 711 630 968 893
Location: Efland NC Pass-By Trips: 0 0 0 0
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/21/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street:I-40 EB Service Road Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR
AM PHF = 0.82

Description Left Through Right Left Through Right Left Through Right U-Turn Left Through Right

2019 Traffic Count 346 1 2 0 0 0 0 142 13 0 74 77 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 346 1 2 0 0 0 0 142 13 0 74 77 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 21 0 0 0 0 0 0 9 1 0 5 5 0

2022 Background Traffic 367 1 2 0 0 0 0 151 14 0 79 82 0

Project Traffic

Percent Assignment Inbound 49% 0% 0% 0% 0% 0% 0% 1% 0% 0% 0% 0% 0%
Inbound Project Traffic 348 0 0 0 0 0 0 7 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 47% 1% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 0 296 6 0

Total Project Traffic 348 0 0 0 0 0 0 7 0 0 296 6 0

2022 Buildout Total 715 1 2 0 0 0 0 158 14 0 375 88 0
Percent Impact (Approach)

48.6%
PM PEAK HOUR

PM PHF = 0.80

Description Left Through Right Left Through Right Left Through Right U-Turn Left Through Right

2019 Traffic Count 269 0 0 0 0 0 0 52 4 0 26 156 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 269 0 0 0 0 0 0 52 4 0 26 156 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 16 0 0 0 0 0 0 3 0 0 2 10 0

2022 Background Traffic 285 0 0 0 0 0 0 55 4 0 28 166 0

Project Traffic

Percent Assignment Inbound 49% 0% 0% 0% 0% 0% 0% 1% 0% 0% 0% 0% 0%
Inbound Project Traffic 474 0 0 0 0 0 0 10 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 47% 1% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 0 420 9 0

Total Project Traffic 474 0 0 0 0 0 0 10 0 0 420 9 0

2022 Buildout Total 759 0 0 0 0 0 0 65 4 0 448 175 0
Percent Impact (Approach)

0.0%
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Overall Percent Impact
0.0% - 0.0% 0.0%

I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Overall Percent Impact
48.5% - 4.1% 65.2%

Eastbound Westbound Northbound Southbound
I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 711 630 968 893
Location: Efland NC Pass-By Trips: 0 0 0 0
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/22/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street:I-40 WB Exit Ramp Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR
AM PHF = 0.85

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

2019 Traffic Count 0 0 0 7 1 26 3 489 0 0 145 299
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 0 0 0 7 1 26 3 489 0 0 145 299

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 0 0 2 0 30 0 0 9 18

I-40 WB Off-Ramp Closure Diversion 0 0 0 0 191 0 0 0 0 0 0 0

2022 Background Traffic 0 0 0 7 192 28 3 519 0 0 154 317

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 25% 22% 20% 30% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 178 156 142 213 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 1% 48% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 6 302 0

Total Project Traffic 0 0 0 0 178 156 142 213 0 6 302 0

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 1 0 0

2022 Buildout Total 0 0 0 7 370 184 145 732 0 7 456 317
Percent Impact (Approach)

45.0%
PM PEAK HOUR
PM PHF = 0.85

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

2019 Traffic Count 0 0 0 29 1 65 0 327 0 0 154 299
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 0 0 0 29 1 65 0 327 0 0 154 299

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 2 0 4 0 20 0 0 9 18

I-40 WB Off-Ramp Closure Diversion 0 0 0 0 683 0 0 0 0 0 0 0

2022 Background Traffic 0 0 0 31 684 69 0 347 0 0 163 317

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 25% 22% 20% 30% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 242 213 194 290 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 1% 48% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 9 429 0

Total Project Traffic 0 0 0 0 242 213 194 290 0 9 429 0

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 3 0 0

2022 Buildout Total 0 0 0 31 926 282 194 637 0 12 592 317
Percent Impact (Approach)

46.0%
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Overall Percent Impact
- 36.7% 58.2% 47.6%

I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Overall Percent Impact
- 59.5% 40.5% 39.5%

Eastbound Westbound Northbound Southbound
I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 711 630 968 893
Location: Efland NC Pass-By Trips: 0 0 0 0
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/22/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street:Ben Johnston Road Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR
AM PHF = 0.84

Description Left Through Right Left Through Right Left Through Right Left Through Right

2019 Traffic Count 0 0 0 93 0 5 0 308 196 1 349 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 0 0 0 93 0 5 0 308 196 1 349 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 6 0 0 0 19 12 0 21 0

2022 Background Traffic 0 0 0 99 0 5 0 327 208 1 370 0

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 0% 1% 0% 52% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 7 0 370 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 1% 0% 49% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 6 0 309 0

Total Project Traffic 0 0 0 0 0 7 0 370 6 0 309 0

Ben Johnston RI/RO Diversion 0 0 0 -99 0 99 0 0 1 -1 100 0

2022 Buildout Total 0 0 0 0 0 111 0 697 215 0 779 0
Percent Impact (Approach)

38.4%
PM PEAK HOUR
PM PHF = 0.85

Description Left Through Right Left Through Right Left Through Right Left Through Right

2019 Traffic Count 0 0 0 151 0 0 0 331 56 3 299 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 0 0 0 151 0 0 0 331 56 3 299 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 9 0 0 0 20 3 0 18 0

2022 Background Traffic 0 0 0 160 0 0 0 351 59 3 317 0

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 0% 1% 0% 52% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 10 0 503 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 1% 0% 49% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 9 0 438 0

Total Project Traffic 0 0 0 0 0 10 0 503 9 0 438 0

Ben Johnston RI/RO Diversion 0 0 0 -160 0 160 0 0 3 -3 163 0

2022 Buildout Total 0 0 0 0 0 170 0 854 71 0 918 0
Percent Impact (Approach)

47.7%
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Overall Percent Impact
- 5.9% 55.4% 47.7%

0 Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Overall Percent Impact
- 6.3% 41.2% 39.7%

Eastbound Westbound Northbound Southbound
Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 711 630 968 893
Location: Efland NC Pass-By Trips: 0 0 0 0
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/22/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street:Site Driveway Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR
AM PHF = 0.90

Description Left Through Right Left Through Right U-Turn Left Through Right Left Through Right

2019 Traffic Count 0 0 0 0 0 0 0 0 0 0 0 0 0
Count Balancing 0 0 0 0 0 0 0 0 313 0 0 350 0
2019 Existing Traffic 0 0 0 0 0 0 0 0 313 0 0 350 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 0 0 0 0 0 19 0 0 21 0

2022 Background Traffic 0 0 0 0 0 0 0 0 332 0 0 371 0

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 53% 0% 0% 0% 0% 2%
Inbound Project Traffic 0 0 0 0 0 0 0 377 0 0 0 0 14

Percent Assignment Outbound 2% 0% 49% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 13 0 309 0 0 0 0 0 0 0 0 0 0

Total Project Traffic 13 0 309 0 0 0 0 377 0 0 0 0 14

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 99 0 0 0 0 0 0

2022 Buildout Total 13 0 309 0 0 0 99 377 332 0 0 371 14
Percent Impact (Approach)

47.1%
PM PEAK HOUR

PM PHF = 0.90

Description Left Through Right Left Through Right U-Turn Left Through Right Left Through Right

2019 Traffic Count 0 0 0 0 0 0 0 0 0 0 0 0 0
Count Balancing 0 0 0 0 0 0 0 0 331 0 0 302 0
2019 Existing Traffic 0 0 0 0 0 0 0 0 331 0 0 302 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 0 0 0 0 0 20 0 0 18 0

2022 Background Traffic 0 0 0 0 0 0 0 0 351 0 0 320 0

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 53% 0% 0% 0% 0% 2%
Inbound Project Traffic 0 0 0 0 0 0 0 512 0 0 0 0 19

Percent Assignment Outbound 2% 0% 49% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 18 0 438 0 0 0 0 0 0 0 0 0 0

Total Project Traffic 18 0 438 0 0 0 0 512 0 0 0 0 19

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 160 0 0 0 0 0 0

2022 Buildout Total 18 0 438 0 0 0 160 512 351 0 0 320 19
Percent Impact (Approach)

54.3%
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Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

100.0% - 46.7% 3.6%
Overall Percent Impact

Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

100.0% - 50.0% 5.6%
Overall Percent Impact



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: I-40 EB Service Road Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR
AM PHF = 0.95

Description Left Through Right Left Through Right Left Through Right Left Through Right

2019 Traffic Count 162 0 0 0 0 0 0 28 4 16 25 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 162 0 0 0 0 0 0 28 4 16 25 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 10 0 0 0 0 0 0 2 0 1 2 0

2022 Background Traffic 172 0 0 0 0 0 0 30 4 17 27 0

Project Traffic

Percent Assignment Inbound 49% 0% 0% 0% 0% 0% 0% 1% 0% 0% 0% 0%
Inbound Project Traffic 674 0 0 0 0 0 0 14 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 47% 1% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 621 13 0

Total Project Traffic 674 0 0 0 0 0 0 14 0 621 13 0

2022 Buildout Total 846 0 0 0 0 0 0 44 4 638 40 0
Percent Impact (Approach)

84.1%
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I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

79.7% - 29.2% 93.5%
Overall Percent Impact



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: I-40 WB Exit Ramp Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR
AM PHF = 0.96

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

2019 Traffic Count 0 0 0 7 4 18 2 190 0 0 33 197
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 0 0 0 7 4 18 2 190 0 0 33 197

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 0 0 1 0 12 0 0 2 12

I-40 WB Off-Ramp Closure Diversion 0 0 0 0 220 0 0 0 0 0 0 0

2022 Background Traffic 0 0 0 7 224 19 2 202 0 0 35 209

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 25% 22% 20% 30% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 344 303 275 413 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 1% 48% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 13 634 0

Total Project Traffic 0 0 0 0 344 303 275 413 0 13 634 0

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 1 0 0

2022 Buildout Total 0 0 0 7 568 322 277 615 0 14 669 209
Percent Impact (Approach)

73.9%
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I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

- 72.1% 77.1% 72.5%
Overall Percent Impact



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: Ben Johnston Road Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR
AM PHF = 0.98

Description Left Through Right Left Through Right Left Through Right Left Through Right

2019 Traffic Count 0 0 0 57 0 1 0 170 39 1 172 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2019 Existing Traffic 0 0 0 57 0 1 0 170 39 1 172 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 3 0 0 0 10 2 0 11 0

2022 Background Traffic 0 0 0 60 0 1 0 180 41 1 183 0

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 0% 1% 0% 52% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 14 0 716 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 1% 0% 49% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 13 0 647 0

Total Project Traffic 0 0 0 0 0 14 0 716 13 0 647 0

Ben Johnston RI/RO Diversion 0 0 0 -60 0 60 0 0 1 -1 61 0

2022 Buildout Total 0 0 0 0 0 75 0 896 55 0 891 0
Percent Impact (Approach)

72.5%
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Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

- 18.7% 76.7% 72.6%
Overall Percent Impact



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: Site Driveway Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR
AM PHF = 0.90

Description Left Through Right Left Through Right U-Turn Left Through Right Left Through Right

2019 Traffic Count 0 0 0 0 0 0 0 0 0 0 0 0 0
Count Balancing 0 0 0 0 0 0 0 0 171 0 0 173 0
2019 Existing Traffic 0 0 0 0 0 0 0 0 171 0 0 173 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2022 Background Growth 0 0 0 0 0 0 0 0 10 0 0 11 0

2022 Background Traffic 0 0 0 0 0 0 0 0 181 0 0 184 0

Project Traffic

Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 53% 0% 0% 0% 0% 2%
Inbound Project Traffic 0 0 0 0 0 0 0 729 0 0 0 0 27

Percent Assignment Outbound 2% 0% 49% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 26 0 647 0 0 0 0 0 0 0 0 0 0

Total Project Traffic 26 0 647 0 0 0 0 729 0 0 0 0 27

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 60 0 0 0 0 0 0

2022 Buildout Total 26 0 647 0 0 0 60 729 181 0 0 184 27
Percent Impact (Approach)

77.1%
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Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

100.0% - 75.2% 12.8%
Overall Percent Impact



Appendix C:
Phase 1 Synchro & SimTraffic Outputs

With Shifted Site Driveway



West Orange Site - Addendum #2 Phase 1 - Build AM - Site Drwy. Shift
5: US-70/I-40 Connector Road & I-40 EB Service Road 09/14/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 1\Synchro\Phase1-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 1

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 715 4 4 0 0 0 0 158 14 375 88 0
Future Volume (vph) 715 4 4 0 0 0 0 158 14 375 88 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 400 125 0 0 0 40 400 0
Storage Lanes 1 0 0 0 0 1 1 0
Taper Length (ft) 100 25 25 100
Satd. Flow (prot) 1681 1683 0 0 0 0 0 1863 1583 1770 1863 0
Flt Permitted 0.950 0.953 0.646
Satd. Flow (perm) 1681 1683 0 0 0 0 0 1863 1583 1203 1863 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 36
Link Speed (mph) 50 50 45 45
Link Distance (ft) 1140 702 378 714
Travel Time (s) 15.5 9.6 5.7 10.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%) 49%
Lane Group Flow (vph) 405 397 0 0 0 0 0 176 16 417 98 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 20 40 106 40 40 106
Trailing Detector (ft) 0 0 100 0 0 100
Detector 1 Position(ft) 0 0 100 0 0 100
Detector 1 Size(ft) 20 40 6 40 40 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA NA Perm Perm NA
Protected Phases 4 2 6
Permitted Phases 4 2 6
Detector Phase 4 4 2 2 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 12.0 12.0
Minimum Split (s) 14.0 14.0 19.0 19.0 19.0 19.0
Total Split (s) 50.0 50.0 70.0 70.0 70.0 70.0
Total Split (%) 41.7% 41.7% 58.3% 58.3% 58.3% 58.3%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 36.5 36.5 73.5 73.5 73.5 73.5
Actuated g/C Ratio 0.30 0.30 0.61 0.61 0.61 0.61
v/c Ratio 0.79 0.78 0.15 0.02 0.57 0.09
Control Delay 49.5 48.3 11.7 1.1 23.3 11.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 49.5 48.3 11.7 1.1 23.3 11.5
LOS D D B A C B
Approach Delay 48.9 10.8 21.0
Approach LOS D B C
Queue Length 50th (ft) 298 291 56 0 252 43
Queue Length 95th (ft) 387 378 106 4 426 m93
Internal Link Dist (ft) 1060 622 298 634
Turn Bay Length (ft) 400 40 400
Base Capacity (vph) 630 631 1141 983 736 1141
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.64 0.63 0.15 0.02 0.57 0.09

Intersection Summary
Area Type: Other



West Orange Site - Addendum #2 Phase 1 - Build AM - Site Drwy. Shift
5: US-70/I-40 Connector Road & I-40 EB Service Road 09/14/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 1\Synchro\Phase1-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 2

Cycle Length: 120
Actuated Cycle Length: 120
Offset: 80 (67%), Referenced to phase 2:NBT and 6:SBTL, Start of Green
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.79
Intersection Signal Delay: 34.6 Intersection LOS: C
Intersection Capacity Utilization 66.9% ICU Level of Service C
Analysis Period (min) 15
m    Volume for 95th percentile queue is metered by upstream signal.

Splits and Phases:     5: US-70/I-40 Connector Road & I-40 EB Service Road



West Orange Site - Addendum #2 Phase 1 - Build AM - Site Drwy. Shift
6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp 09/14/2020
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBU SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 0 0 0 7 370 184 145 732 0 7 0 456 317
Future Volume (vph) 0 0 0 7 370 184 145 732 0 7 0 456 317
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 450 0 0 0 0
Storage Lanes 0 0 1 2 1 0 0 1
Taper Length (ft) 25 100 100 25
Satd. Flow (prot) 0 0 0 0 3536 2787 1770 1863 0 0 0 1861 1583
Flt Permitted 0.999 0.439 0.988
Satd. Flow (perm) 0 0 0 0 3536 2787 818 1863 0 0 0 1840 1583
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 204 39
Link Speed (mph) 50 50 45 45
Link Distance (ft) 752 1082 714 502
Travel Time (s) 10.3 14.8 10.8 7.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 419 204 161 813 0 0 0 515 352
Number of Detectors 1 1 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 40 40 106 20 106 40
Trailing Detector (ft) 0 0 0 0 100 0 100 0
Detector 1 Position(ft) 0 0 0 0 100 0 100 0
Detector 1 Size(ft) 40 40 40 40 6 20 6 40
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA Perm Perm NA Perm NA Perm
Protected Phases 8 2 6
Permitted Phases 8 8 2 6 6
Detector Phase 8 8 8 2 2 6 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 20.0 20.0 20.0 20.0 20.0
Total Split (s) 25.0 25.0 25.0 95.0 95.0 95.0 95.0 95.0
Total Split (%) 20.8% 20.8% 20.8% 79.2% 79.2% 79.2% 79.2% 79.2%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None None C-Max C-Max C-Max C-Max C-Max
Act Effct Green (s) 19.2 19.2 90.8 90.8 90.8 90.8
Actuated g/C Ratio 0.16 0.16 0.76 0.76 0.76 0.76
v/c Ratio 0.74 0.33 0.26 0.58 0.37 0.29
Control Delay 56.7 7.4 1.6 7.8 3.8 2.2
Queue Delay 0.0 0.0 0.0 3.5 0.0 0.0
Total Delay 56.7 7.4 1.6 11.3 3.8 2.2
LOS E A A B A A
Approach Delay 40.5 9.7 3.1
Approach LOS D A A
Queue Length 50th (ft) 163 0 5 221 42 20
Queue Length 95th (ft) 220 36 8 199 105 65
Internal Link Dist (ft) 672 1002 634 422
Turn Bay Length (ft) 450
Base Capacity (vph) 589 634 618 1409 1392 1207
Starvation Cap Reductn 0 0 0 487 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.71 0.32 0.26 0.88 0.37 0.29

Intersection Summary
Area Type: Other



West Orange Site - Addendum #2 Phase 1 - Build AM - Site Drwy. Shift
6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp 09/14/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 1\Synchro\Phase1-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 4

Cycle Length: 120
Actuated Cycle Length: 120
Offset: 37 (31%), Referenced to phase 2:NBTL and 6:SBTU, Start of Green
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.74
Intersection Signal Delay: 15.2 Intersection LOS: B
Intersection Capacity Utilization 66.9% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp
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Lane Group WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 0 111 697 215 0 779
Future Volume (vph) 0 111 697 215 0 779
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Satd. Flow (prot) 0 1611 3415 0 0 3539
Flt Permitted
Satd. Flow (perm) 0 1611 3415 0 0 3539
Link Speed (mph) 45 45 45
Link Distance (ft) 611 502 407
Travel Time (s) 9.3 7.6 6.2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 123 1013 0 0 866
Sign Control Stop Free Free

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 39.7% ICU Level of Service A
Analysis Period (min) 15
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Intersection
Int Delay, s/veh 0.9

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 0 111 697 215 0 779
Future Vol, veh/h 0 111 697 215 0 779
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length - 0 - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 123 774 239 0 866

Major/Minor Minor1 Major1 Major2
Conflicting Flow All - 507 0 0 - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - 6.94 - - - -
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - 3.32 - - - -
Pot Cap-1 Maneuver 0 511 - - 0 -
          Stage 1 0 - - - 0 -
          Stage 2 0 - - - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - 511 - - - -
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -

Approach WB NB SB
HCM Control Delay, s 14.3 0 0
HCM LOS B

Minor Lane/Major Mvmt NBT NBR WBLn1 SBT
Capacity (veh/h) - - 511 -
HCM Lane V/C Ratio - - 0.241 -
HCM Control Delay (s) - - 14.3 -
HCM Lane LOS - - B -
HCM 95th %tile Q(veh) - - 0.9 -
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Lane Group EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Traffic Volume (vph) 13 309 99 377 332 371 14
Future Volume (vph) 13 309 99 377 332 371 14
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 300 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Satd. Flow (prot) 1805 2842 0 3433 3539 3518 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1805 2842 0 3433 3539 3518 0
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 343 3
Link Speed (mph) 30 45 45
Link Distance (ft) 1041 407 1737
Travel Time (s) 23.7 6.2 26.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Heavy Vehicles (%) 0% 0% 2% 2% 2% 2% 2%
Shared Lane Traffic (%)
Lane Group Flow (vph) 14 343 0 529 369 428 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 20 40 106 106
Trailing Detector (ft) 0 0 0 0 100 100
Detector 1 Position(ft) 0 0 0 0 100 100
Detector 1 Size(ft) 40 40 20 40 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Prot NA NA
Protected Phases 5 5 2 6
Permitted Phases 4 4
Detector Phase 4 4 5 5 2 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 15.0 20.0 20.0
Total Split (s) 30.0 30.0 50.0 50.0 90.0 40.0
Total Split (%) 25.0% 25.0% 41.7% 41.7% 75.0% 33.3%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None None None C-Max C-Max
Act Effct Green (s) 10.1 10.1 45.0 99.9 49.9
Actuated g/C Ratio 0.08 0.08 0.38 0.83 0.42
v/c Ratio 0.09 0.62 0.41 0.13 0.29
Control Delay 51.1 10.5 20.5 0.9 24.1
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 51.1 10.5 20.5 0.9 24.1
LOS D B C A C
Approach Delay 12.1 12.5 24.1
Approach LOS B B C
Queue Length 50th (ft) 10 0 162 8 111
Queue Length 95th (ft) 31 47 191 11 161
Internal Link Dist (ft) 961 327 1657
Turn Bay Length (ft) 200 200 300
Base Capacity (vph) 376 863 1287 2946 1464
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.04 0.40 0.41 0.13 0.29

Intersection Summary
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Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 42 (35%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.62
Intersection Signal Delay: 15.3 Intersection LOS: B
Intersection Capacity Utilization 47.6% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     11: US-70/I-40 Connector Road & Site Driveway



West Orange Site - Addendum #2 Phase 1 - Build PM - Site Drwy. Shift
5: US-70/I-40 Connector Road & I-40 EB Service Road 09/14/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 1\Synchro\Phase1-Build PM-SiteDrwyShift.syn
Kimley-Horn Page 1

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 759 4 4 0 0 0 0 65 4 448 175 0
Future Volume (vph) 759 4 4 0 0 0 0 65 4 448 175 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 400 125 0 0 0 40 400 0
Storage Lanes 1 0 0 0 0 1 1 0
Taper Length (ft) 100 25 25 100
Satd. Flow (prot) 1681 1685 0 0 0 0 0 1863 1583 1770 1863 0
Flt Permitted 0.950 0.953 0.710
Satd. Flow (perm) 1681 1685 0 0 0 0 0 1863 1583 1323 1863 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 36
Link Speed (mph) 50 50 45 45
Link Distance (ft) 1140 702 378 714
Travel Time (s) 15.5 9.6 5.7 10.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%) 50%
Lane Group Flow (vph) 421 430 0 0 0 0 0 72 4 498 194 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 20 40 106 40 40 106
Trailing Detector (ft) 0 0 100 0 0 100
Detector 1 Position(ft) 0 0 100 0 0 100
Detector 1 Size(ft) 20 40 6 40 40 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA NA Perm Perm NA
Protected Phases 4 2 6
Permitted Phases 4 2 6
Detector Phase 4 4 2 2 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 19.0 19.0 19.0 19.0
Total Split (s) 50.0 50.0 70.0 70.0 70.0 70.0
Total Split (%) 41.7% 41.7% 58.3% 58.3% 58.3% 58.3%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 37.9 37.9 72.1 72.1 72.1 72.1
Actuated g/C Ratio 0.32 0.32 0.60 0.60 0.60 0.60
v/c Ratio 0.79 0.81 0.06 0.00 0.63 0.17
Control Delay 48.6 49.7 11.7 0.0 26.1 11.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 48.6 49.7 11.7 0.0 26.1 11.5
LOS D D B A C B
Approach Delay 49.2 11.1 22.0
Approach LOS D B C
Queue Length 50th (ft) 308 316 22 0 382 95
Queue Length 95th (ft) 406 417 49 0 m515 m155
Internal Link Dist (ft) 1060 622 298 634
Turn Bay Length (ft) 400 40 400
Base Capacity (vph) 630 631 1119 965 795 1119
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.67 0.68 0.06 0.00 0.63 0.17

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 98 (82%), Referenced to phase 2:NBT and 6:SBTL, Start of Green
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.81
Intersection Signal Delay: 35.8 Intersection LOS: D
Intersection Capacity Utilization 88.2% ICU Level of Service E
Analysis Period (min) 15
m    Volume for 95th percentile queue is metered by upstream signal.

Splits and Phases:     5: US-70/I-40 Connector Road & I-40 EB Service Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBU SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 0 0 0 31 926 282 194 637 0 12 0 592 317
Future Volume (vph) 0 0 0 31 926 282 194 637 0 12 0 592 317
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 450 0 0 0 0
Storage Lanes 0 0 1 2 1 0 0 1
Taper Length (ft) 25 100 100 25
Satd. Flow (prot) 0 0 0 0 3532 2787 1770 1863 0 0 0 1861 1583
Flt Permitted 0.998 0.248 0.983
Satd. Flow (perm) 0 0 0 0 3532 2787 462 1863 0 0 0 1831 1583
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 313 36
Link Speed (mph) 50 50 45 45
Link Distance (ft) 752 1082 714 455
Travel Time (s) 10.3 14.8 10.8 6.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 1063 313 216 708 0 0 0 671 352
Number of Detectors 1 1 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 40 40 106 20 106 40
Trailing Detector (ft) 0 0 0 0 100 0 100 0
Detector 1 Position(ft) 0 0 0 0 100 0 100 0
Detector 1 Size(ft) 40 40 40 40 6 20 6 40
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA Perm Perm NA Perm NA Perm
Protected Phases 8 2 6
Permitted Phases 8 8 2 6 6
Detector Phase 8 8 8 2 2 6 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 20.0 20.0 20.0 20.0 20.0
Total Split (s) 50.0 50.0 50.0 70.0 70.0 70.0 70.0 70.0
Total Split (%) 41.7% 41.7% 41.7% 58.3% 58.3% 58.3% 58.3% 58.3%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None None C-Max C-Max C-Max C-Max C-Max
Act Effct Green (s) 42.9 42.9 67.1 67.1 67.1 67.1
Actuated g/C Ratio 0.36 0.36 0.56 0.56 0.56 0.56
v/c Ratio 0.84 0.26 0.84 0.68 0.66 0.39
Control Delay 42.4 3.3 35.1 8.9 17.6 10.0
Queue Delay 0.0 0.0 0.0 3.5 0.0 0.0
Total Delay 42.4 3.3 35.1 12.4 17.6 10.0
LOS D A D B B B
Approach Delay 33.5 17.7 15.0
Approach LOS C B B
Queue Length 50th (ft) 384 0 82 170 360 82
Queue Length 95th (ft) 471 31 #313 156 540 130
Internal Link Dist (ft) 672 1002 634 375
Turn Bay Length (ft) 450
Base Capacity (vph) 1324 1240 258 1042 1023 901
Starvation Cap Reductn 0 0 0 238 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.80 0.25 0.84 0.88 0.66 0.39

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 56 (47%), Referenced to phase 2:NBTL and 6:SBTU, Start of Green
Natural Cycle: 70
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.84
Intersection Signal Delay: 23.4 Intersection LOS: C
Intersection Capacity Utilization 88.2% ICU Level of Service E
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp
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Lane Group WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 0 170 854 71 0 918
Future Volume (vph) 0 170 854 71 0 918
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 0 0
Storage Lanes 0 1 0 0
Taper Length (ft) 100 300
Satd. Flow (prot) 0 1611 3497 0 0 3539
Flt Permitted
Satd. Flow (perm) 0 1611 3497 0 0 3539
Link Speed (mph) 45 45 45
Link Distance (ft) 839 455 410
Travel Time (s) 12.7 6.9 6.2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 189 1028 0 0 1020
Sign Control Stop Free Free

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 43.1% ICU Level of Service A
Analysis Period (min) 15



West Orange Site - Addendum #2 Phase 1 - Build PM - Site Drwy. Shift
7: US-70/I-40 Connector Road & Ben Johnston Road 09/14/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 1\Synchro\Phase1-Build PM-SiteDrwyShift.syn
Kimley-Horn Page 6

Intersection
Int Delay, s/veh 1.4

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 0 170 854 71 0 918
Future Vol, veh/h 0 170 854 71 0 918
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length - 0 - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 189 949 79 0 1020

Major/Minor Minor1 Major1 Major2
Conflicting Flow All - 514 0 0 - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - 6.94 - - - -
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - 3.32 - - - -
Pot Cap-1 Maneuver 0 505 - - 0 -
          Stage 1 0 - - - 0 -
          Stage 2 0 - - - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - 505 - - - -
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -

Approach WB NB SB
HCM Control Delay, s 16.3 0 0
HCM LOS C

Minor Lane/Major Mvmt NBT NBR WBLn1 SBT
Capacity (veh/h) - - 505 -
HCM Lane V/C Ratio - - 0.374 -
HCM Control Delay (s) - - 16.3 -
HCM Lane LOS - - C -
HCM 95th %tile Q(veh) - - 1.7 -
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Lane Group EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Traffic Volume (vph) 18 438 160 512 351 320 19
Future Volume (vph) 18 438 160 512 351 320 19
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 300 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Satd. Flow (prot) 1770 2787 0 3433 3539 3511 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 2787 0 3433 3539 3511 0
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 487 4
Link Speed (mph) 30 45 45
Link Distance (ft) 998 410 1494
Travel Time (s) 22.7 6.2 22.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 20 487 0 747 390 377 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left Right Left Left
Leading Detector (ft) 40 40 20 40 106 106
Trailing Detector (ft) 0 0 0 0 100 100
Detector 1 Position(ft) 0 0 0 0 100 100
Detector 1 Size(ft) 40 40 20 40 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Prot NA NA
Protected Phases 5 5 2 6
Permitted Phases 4 4
Detector Phase 4 4 5 5 2 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 15.0 20.0 20.0
Total Split (s) 30.0 30.0 60.0 60.0 90.0 30.0
Total Split (%) 25.0% 25.0% 50.0% 50.0% 75.0% 25.0%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None None None C-Max C-Max
Act Effct Green (s) 10.8 10.8 55.0 99.2 39.2
Actuated g/C Ratio 0.09 0.09 0.46 0.83 0.33
v/c Ratio 0.13 0.70 0.47 0.13 0.33
Control Delay 50.5 10.2 15.0 0.9 31.7
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 50.5 10.2 15.0 0.9 31.7
LOS D B B A C
Approach Delay 11.8 10.2 31.7
Approach LOS B B C
Queue Length 50th (ft) 15 0 199 8 111
Queue Length 95th (ft) 38 52 206 16 168
Internal Link Dist (ft) 918 330 1414
Turn Bay Length (ft) 200 200 300
Base Capacity (vph) 368 966 1573 2925 1149
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.05 0.50 0.47 0.13 0.33

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 58 (48%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.70
Intersection Signal Delay: 14.6 Intersection LOS: B
Intersection Capacity Utilization 57.0% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     11: US-70/I-40 Connector Road & Site Driveway
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 846 4 4 0 0 0 0 44 4 638 40 0
Future Volume (vph) 846 4 4 0 0 0 0 44 4 638 40 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 400 125 0 0 0 40 400 0
Storage Lanes 1 0 0 0 0 1 1 0
Taper Length (ft) 100 25 25 100
Satd. Flow (prot) 1681 1685 0 0 0 0 0 1863 1583 1770 1863 0
Flt Permitted 0.950 0.953 0.725
Satd. Flow (perm) 1681 1685 0 0 0 0 0 1863 1583 1350 1863 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 36
Link Speed (mph) 50 50 45 45
Link Distance (ft) 1140 702 378 714
Travel Time (s) 15.5 9.6 5.7 10.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%) 50%
Lane Group Flow (vph) 470 478 0 0 0 0 0 49 4 709 44 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 20 40 106 40 40 106
Trailing Detector (ft) 0 0 100 0 0 100
Detector 1 Position(ft) 0 0 100 0 0 100
Detector 1 Size(ft) 20 40 6 40 40 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA NA Perm Perm NA
Protected Phases 4 2 6
Permitted Phases 4 2 6
Detector Phase 4 4 2 2 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 19.0 19.0 19.0 19.0
Total Split (s) 45.0 45.0 75.0 75.0 75.0 75.0
Total Split (%) 37.5% 37.5% 62.5% 62.5% 62.5% 62.5%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None C-Max C-Max C-Max C-Max
Act Effct Green (s) 38.0 38.0 72.0 72.0 72.0 72.0
Actuated g/C Ratio 0.32 0.32 0.60 0.60 0.60 0.60
v/c Ratio 0.88 0.90 0.04 0.00 0.88 0.04
Control Delay 57.8 59.6 10.8 0.0 35.8 5.3
Queue Delay 0.6 0.7 0.0 0.0 2.2 0.0
Total Delay 58.4 60.3 10.8 0.0 38.0 5.3
LOS E E B A D A
Approach Delay 59.4 10.0 36.1
Approach LOS E B D
Queue Length 50th (ft) 352 361 15 0 589 15
Queue Length 95th (ft) #541 #554 33 0 #765 m15
Internal Link Dist (ft) 1060 622 298 634
Turn Bay Length (ft) 400 40 400
Base Capacity (vph) 560 561 1117 963 809 1117
Starvation Cap Reductn 0 0 0 0 36 0
Spillback Cap Reductn 10 10 16 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.85 0.87 0.04 0.00 0.92 0.04

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 59 (49%), Referenced to phase 2:NBT and 6:SBTL, Start of Green
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.90
Intersection Signal Delay: 47.9 Intersection LOS: D
Intersection Capacity Utilization 84.2% ICU Level of Service E
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
m    Volume for 95th percentile queue is metered by upstream signal.

Splits and Phases:     5: US-70/I-40 Connector Road & I-40 EB Service Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBU SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 0 0 0 7 568 322 277 615 0 14 0 669 209
Future Volume (vph) 0 0 0 7 568 322 277 615 0 14 0 669 209
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 450 0 0 0 0
Storage Lanes 0 0 1 2 1 0 0 1
Taper Length (ft) 25 100 100 25
Satd. Flow (prot) 0 0 0 0 3536 2787 1770 1863 0 0 0 1861 1583
Flt Permitted 0.999 0.265 0.982
Satd. Flow (perm) 0 0 0 0 3536 2787 494 1863 0 0 0 1829 1583
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 358 60
Link Speed (mph) 50 50 45 45
Link Distance (ft) 752 1082 714 455
Travel Time (s) 10.3 14.8 10.8 6.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 639 358 308 683 0 0 0 759 232
Number of Detectors 1 1 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 40 40 106 20 106 40
Trailing Detector (ft) 0 0 0 0 100 0 100 0
Detector 1 Position(ft) 0 0 0 0 100 0 100 0
Detector 1 Size(ft) 40 40 40 40 6 20 6 40
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA Perm Perm NA Perm NA Perm
Protected Phases 8 2 6
Permitted Phases 8 8 2 6 6
Detector Phase 8 8 8 2 2 6 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 20.0 20.0 20.0 20.0 20.0
Total Split (s) 40.0 40.0 40.0 80.0 80.0 80.0 80.0 80.0
Total Split (%) 33.3% 33.3% 33.3% 66.7% 66.7% 66.7% 66.7% 66.7%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None None C-Max C-Max C-Max C-Max C-Max
Act Effct Green (s) 29.7 29.7 80.3 80.3 80.3 80.3
Actuated g/C Ratio 0.25 0.25 0.67 0.67 0.67 0.67
v/c Ratio 0.73 0.37 0.93 0.55 0.62 0.22
Control Delay 46.4 4.5 46.0 7.1 16.7 6.8
Queue Delay 0.1 0.0 0.0 2.9 0.5 0.0
Total Delay 46.5 4.5 46.0 9.9 17.2 6.8
LOS D A D A B A
Approach Delay 31.4 21.1 14.8
Approach LOS C C B
Queue Length 50th (ft) 237 0 143 110 368 60
Queue Length 95th (ft) 288 38 m#231 m668 606 129
Internal Link Dist (ft) 672 1002 634 375
Turn Bay Length (ft) 450
Base Capacity (vph) 1031 1066 330 1246 1223 1078
Starvation Cap Reductn 0 0 0 435 151 0
Spillback Cap Reductn 33 0 0 0 114 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.64 0.34 0.93 0.84 0.71 0.22

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 28 (23%), Referenced to phase 2:NBTL and 6:SBTU, Start of Green
Natural Cycle: 90
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.93
Intersection Signal Delay: 22.4 Intersection LOS: C
Intersection Capacity Utilization 84.2% ICU Level of Service E
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.
m    Volume for 95th percentile queue is metered by upstream signal.

Splits and Phases:     6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp
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Lane Group WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 0 75 896 55 0 891
Future Volume (vph) 0 75 896 55 0 891
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 0 140
Storage Lanes 0 1 0 0
Taper Length (ft) 100 300
Satd. Flow (prot) 0 1611 3507 0 0 3539
Flt Permitted
Satd. Flow (perm) 0 1611 3507 0 0 3539
Link Speed (mph) 45 45 45
Link Distance (ft) 839 455 410
Travel Time (s) 12.7 6.9 6.2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 83 1057 0 0 990
Sign Control Stop Free Free

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 37.8% ICU Level of Service A
Analysis Period (min) 15
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Intersection
Int Delay, s/veh 0.5

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 0 75 896 55 0 891
Future Vol, veh/h 0 75 896 55 0 891
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length - 0 - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 83 996 61 0 990

Major/Minor Minor1 Major1 Major2
Conflicting Flow All - 529 0 0 - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - 6.94 - - - -
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - 3.32 - - - -
Pot Cap-1 Maneuver 0 494 - - 0 -
          Stage 1 0 - - - 0 -
          Stage 2 0 - - - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - 494 - - - -
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -

Approach WB NB SB
HCM Control Delay, s 13.8 0 0
HCM LOS B

Minor Lane/Major Mvmt NBT NBR WBLn1 SBT
Capacity (veh/h) - - 494 -
HCM Lane V/C Ratio - - 0.169 -
HCM Control Delay (s) - - 13.8 -
HCM Lane LOS - - B -
HCM 95th %tile Q(veh) - - 0.6 -
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Lane Group EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Traffic Volume (vph) 26 647 60 729 181 184 27
Future Volume (vph) 26 647 60 729 181 184 27
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 200 300 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Satd. Flow (prot) 1770 2787 0 3433 3539 3472 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 2787 0 3433 3539 3472 0
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 719 11
Link Speed (mph) 30 45 45
Link Distance (ft) 1004 410 1119
Travel Time (s) 22.8 6.2 17.0
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 29 719 0 877 201 234 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left Right Left Left
Leading Detector (ft) 40 40 20 40 106 106
Trailing Detector (ft) 0 0 0 0 100 100
Detector 1 Position(ft) 0 0 0 0 100 100
Detector 1 Size(ft) 40 40 20 40 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Prot NA NA
Protected Phases 5 5 2 6
Permitted Phases 4 4
Detector Phase 4 4 5 5 2 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 15.0 20.0 20.0
Total Split (s) 35.0 35.0 65.0 65.0 85.0 20.0
Total Split (%) 29.2% 29.2% 54.2% 54.2% 70.8% 16.7%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None None None C-Max C-Max
Act Effct Green (s) 12.3 12.3 60.0 97.7 32.7
Actuated g/C Ratio 0.10 0.10 0.50 0.81 0.27
v/c Ratio 0.16 0.77 0.51 0.07 0.25
Control Delay 49.0 9.7 10.4 1.2 34.3
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 49.0 9.7 10.4 1.2 34.3
LOS D A B A C
Approach Delay 11.2 8.7 34.3
Approach LOS B A C
Queue Length 50th (ft) 21 0 139 4 68
Queue Length 95th (ft) 48 57 156 17 116
Internal Link Dist (ft) 924 330 1039
Turn Bay Length (ft) 200 200 300
Base Capacity (vph) 442 1236 1716 2880 953
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.07 0.58 0.51 0.07 0.25

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 23 (19%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.77
Intersection Signal Delay: 12.5 Intersection LOS: B
Intersection Capacity Utilization 67.6% ICU Level of Service C
Analysis Period (min) 15

Splits and Phases:     11: US-70/I-40 Connector Road & Site Driveway
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5: US-70/I-40 Connector Road & I-40 EB Service Road Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.6 0.0 0.1
Total Del/Veh (s) 39.8 10.1 17.8 28.8

6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 1.7 0.0 0.0 0.4
Total Del/Veh (s) 46.8 10.3 7.7 18.8

7: US-70/I-40 Connector Road & Ben Johnston Road Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 0.2 0.0 0.0 0.0
Total Del/Veh (s) 6.3 2.4 1.8 2.4

11: US-70/I-40 Connector Road & Site Driveway Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.0 0.2 0.0
Total Del/Veh (s) 10.3 17.8 17.8 16.2

Total Zone Performance

Denied Del/Veh (s) 0.9
Total Del/Veh (s) 1127.6
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Intersection: 5: US-70/I-40 Connector Road & I-40 EB Service Road

Movement EB EB NB NB SB SB
Directions Served L LTR T R L T
Maximum Queue (ft) 370 358 110 30 326 85
Average Queue (ft) 208 226 36 1 152 30
95th Queue (ft) 307 318 83 17 273 71
Link Distance (ft) 1002 345 664
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 400 40 400
Storage Blk Time (%) 0 0 9
Queuing Penalty (veh) 1 0 1

Intersection: 6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp

Movement WB WB WB WB NB NB SB SB
Directions Served LT T R R L T UT R
Maximum Queue (ft) 228 274 136 90 119 489 290 185
Average Queue (ft) 146 192 67 30 46 38 68 33
95th Queue (ft) 226 257 118 70 97 183 201 118
Link Distance (ft) 1036 664 664 410 410
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 450 450 450
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 7: US-70/I-40 Connector Road & Ben Johnston Road

Movement WB NB SB
Directions Served R T T
Maximum Queue (ft) 79 44 18
Average Queue (ft) 36 1 1
95th Queue (ft) 61 25 10
Link Distance (ft) 557 410 338
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 11: US-70/I-40 Connector Road & Site Driveway

Movement EB EB EB NB NB NB NB SB SB
Directions Served L R R UL L T T T TR
Maximum Queue (ft) 53 111 80 233 234 206 157 187 176
Average Queue (ft) 14 54 43 114 120 21 26 91 72
95th Queue (ft) 42 90 70 204 201 106 98 157 132
Link Distance (ft) 961 338 338 1693 1693
Upstream Blk Time (%) 0 0 0 0
Queuing Penalty (veh) 0 0 1 0
Storage Bay Dist (ft) 200 200 300 300
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 1 0

Zone Summary
Zone wide Queuing Penalty: 4
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5: US-70/I-40 Connector Road & I-40 EB Service Road Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.3 0.0 0.0
Total Del/Veh (s) 42.5 11.1 17.3 30.4

6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 2.3 0.0 0.2 1.0
Total Del/Veh (s) 39.4 26.4 26.4 31.9

7: US-70/I-40 Connector Road & Ben Johnston Road Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 0.2 0.0 0.0 0.0
Total Del/Veh (s) 11.7 1.9 4.7 4.0

11: US-70/I-40 Connector Road & Site Driveway Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.0 0.2 0.0
Total Del/Veh (s) 12.4 14.7 28.5 16.6

Total Zone Performance

Denied Del/Veh (s) 1.7
Total Del/Veh (s) 1775.0
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Intersection: 5: US-70/I-40 Connector Road & I-40 EB Service Road

Movement EB EB NB SB SB
Directions Served L LTR T L T
Maximum Queue (ft) 337 349 61 353 139
Average Queue (ft) 216 238 20 180 49
95th Queue (ft) 310 325 51 325 114
Link Distance (ft) 1002 346 664
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 400 400
Storage Blk Time (%) 0 4 0
Queuing Penalty (veh) 0 0 0

Intersection: 6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp

Movement WB WB WB WB NB NB SB SB
Directions Served LT T R R L T UT R
Maximum Queue (ft) 393 446 203 139 454 550 389 189
Average Queue (ft) 272 318 108 28 173 115 241 58
95th Queue (ft) 365 408 182 87 364 389 421 153
Link Distance (ft) 1038 664 664 363 363
Upstream Blk Time (%) 7
Queuing Penalty (veh) 32
Storage Bay Dist (ft) 450 450 450
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 1

Intersection: 7: US-70/I-40 Connector Road & Ben Johnston Road

Movement WB SB SB
Directions Served R T T
Maximum Queue (ft) 114 319 116
Average Queue (ft) 54 41 4
95th Queue (ft) 93 182 64
Link Distance (ft) 783 338 338
Upstream Blk Time (%) 0 0
Queuing Penalty (veh) 1 0
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 11: US-70/I-40 Connector Road & Site Driveway

Movement EB EB EB NB NB NB NB SB SB
Directions Served L R R UL L T T T TR
Maximum Queue (ft) 58 160 117 237 227 51 94 189 161
Average Queue (ft) 19 84 53 127 132 7 26 95 73
95th Queue (ft) 47 140 88 214 209 32 72 164 131
Link Distance (ft) 913 338 338 1450 1450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 200 200 300 300
Storage Blk Time (%)
Queuing Penalty (veh)

Zone Summary
Zone wide Queuing Penalty: 35
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5: US-70/I-40 Connector Road & I-40 EB Service Road Performance by movement

Movement EBL EBT EBR NBT NBR SBL SBT All
Denied Del/Veh (s) 0.0 0.0 0.0 0.2 4.0 0.0 0.0 0.0
Total Del/Veh (s) 69.9 77.7 69.9 12.9 2.0 23.3 10.8 47.8

6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp Performance by movement

Movement WBL WBT WBR NBL NBT SBU SBT SBR All
Denied Del/Veh (s) 3.1 1.4 3.2 0.0 0.0 0.0 0.0 0.0 0.7
Total Del/Veh (s) 23.3 47.3 24.0 160.0 26.1 36.1 27.2 3.2 42.2

7: US-70/I-40 Connector Road & Ben Johnston Road Performance by movement

Movement WBR NBT NBR SBT All
Denied Del/Veh (s) 0.1 0.0 0.0 0.0 0.0
Total Del/Veh (s) 11.2 2.0 0.9 5.3 3.9

11: US-70/I-40 Connector Road & Site Driveway Performance by movement

Movement EBL EBR NBU NBL NBT SBT SBR All
Denied Del/Veh (s) 0.0 0.0 0.0 0.0 0.0 0.2 0.2 0.0
Total Del/Veh (s) 47.6 15.1 16.2 17.9 4.0 54.4 22.3 19.6

Total Zone Performance

Denied Del/Veh (s) 1.6
Total Del/Veh (s) 2622.1
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Intersection: 5: US-70/I-40 Connector Road & I-40 EB Service Road

Movement EB EB NB SB SB
Directions Served L LTR T L T
Maximum Queue (ft) 499 685 78 499 597
Average Queue (ft) 330 361 16 217 37
95th Queue (ft) 495 566 51 405 234
Link Distance (ft) 1002 346 664
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 400 400
Storage Blk Time (%) 7 11 3 2
Queuing Penalty (veh) 31 48 0 1

Intersection: 6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp

Movement WB WB WB WB NB NB SB SB
Directions Served LT T R R L T UT R
Maximum Queue (ft) 314 343 254 160 694 705 444 116
Average Queue (ft) 183 235 116 31 428 347 244 21
95th Queue (ft) 281 317 219 103 724 800 438 81
Link Distance (ft) 1038 664 664 363 363
Upstream Blk Time (%) 2 3 9
Queuing Penalty (veh) 9 14 40
Storage Bay Dist (ft) 450 450 450
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 7: US-70/I-40 Connector Road & Ben Johnston Road

Movement WB SB SB
Directions Served R T T
Maximum Queue (ft) 91 290 192
Average Queue (ft) 35 41 21
95th Queue (ft) 68 210 149
Link Distance (ft) 783 338 338
Upstream Blk Time (%) 2 0
Queuing Penalty (veh) 9 1
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 11: US-70/I-40 Connector Road & Site Driveway

Movement EB EB EB NB NB NB NB SB SB
Directions Served L R R UL L T T T TR
Maximum Queue (ft) 80 276 236 266 256 96 79 238 159
Average Queue (ft) 20 131 77 135 149 13 27 103 60
95th Queue (ft) 60 236 172 218 225 58 64 197 109
Link Distance (ft) 923 338 338 1074 1074
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 200 200 300 300
Storage Blk Time (%) 3 0 0
Queuing Penalty (veh) 11 1 0

Zone Summary
Zone wide Queuing Penalty: 165



Appendix D:
Phase 1 Reassigned Int. Spreadsheets &,

Phase 2 Int. Spreadsheets
With Shifted Site Driveway



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: West Orange Site - Addendum #2 Net New Trips: 711 630 968 893
Location: Efland, NC Pass-By Trips: 0 0 0 0
Scenario: Phase 1 REASSIGNED - Weekday Peak Hours
Peak Hour: 7:30 - 8:30 AM; 5:00 - 6:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: I-40 EB Service Road Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 10% 0% 0% 0% 0% 0% 0% 1% 0% 0% 0% 0%
Inbound Project Traffic 71 0 0 0 0 0 0 7 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 47% 1% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 296 6 0

Total External Site Traffic 71 0 0 0 0 0 0 7 0 296 6 0

Total Project Traffic 71 0 0 0 0 0 0 7 0 296 6 0

PM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 10% 0% 0% 0% 0% 0% 0% 1% 0% 0% 0% 0%
Inbound Project Traffic 97 0 0 0 0 0 0 10 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 47% 1% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 420 9 0

Total External Site Traffic 97 0 0 0 0 0 0 10 0 420 9 0

Total Project Traffic 97 0 0 0 0 0 0 10 0 420 9 0

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - weekday - tia data.xls]int. #59/14/20

I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Eastbound Westbound Northbound Southbound
I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: West Orange Site - Addendum #2 Net New Trips: 711 630 968 893
Location: Efland, NC Pass-By Trips: 0 0 0 0
Scenario: Phase 1 REASSIGNED - Weekday Peak Hours
Peak Hour: 7:30 - 8:30 AM; 5:00 - 6:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: I-40 WB Exit Ramp Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 25% 22% 6% 5% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 178 156 43 36 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 1% 48% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 6 303 0

Total External Site Traffic 0 0 0 0 178 156 43 36 0 6 303 0

Total Project Traffic 0 0 0 0 178 156 43 36 0 6 303 0

PM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 25% 22% 6% 5% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 242 213 58 48 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 1% 48% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 9 429 0

Total External Site Traffic 0 0 0 0 242 213 58 48 0 9 429 0

Total Project Traffic 0 0 0 0 242 213 58 48 0 9 429 0

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - weekday - tia data.xls]int. #69/14/20

I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Eastbound Westbound Northbound Southbound
I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: West Orange Site - Addendum #2 Net New Trips: 711 630 968 893
Location: Efland, NC Pass-By Trips: 0 0 0 0
Scenario: Phase 1 REASSIGNED - Weekday Peak Hours
Peak Hour: 7:30 - 8:30 AM; 5:00 - 6:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: Ben Johnston Road Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 1% 0% 27% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 7 0 192 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 1% 0% 49% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 6 0 309 0

Total External Site Traffic 0 0 0 0 0 7 0 192 6 0 309 0

Total Project Traffic 0 0 0 0 0 7 0 192 6 0 309 0

PM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 1% 0% 27% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 9 0 261 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 1% 0% 49% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 9 0 438 0

Total External Site Traffic 0 0 0 0 0 9 0 261 9 0 438 0

Total Project Traffic 0 0 0 0 0 9 0 261 9 0 438 0

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - weekday - tia data.xls]int. #79/14/20

0 Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Eastbound Westbound Northbound Southbound
Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: West Orange Site - Addendum #2 Net New Trips: 711 630 968 893
Location: Efland, NC Pass-By Trips: 0 0 0 0
Scenario: Phase 1 REASSIGNED - Weekday Peak Hours
Peak Hour: 7:30 - 8:30 AM; 5:00 - 6:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: Ben Johnston Road/Site Driveway Growth Factor: 0.061208 Buildout Year: 2022

AM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 28% 0% 0% 0% 0% 2%
Inbound Project Traffic 0 0 0 0 0 0 199 0 0 0 0 14

Percent Assignment Outbound 2% 0% 49% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 13 0 309 0 0 0 0 0 0 0 0 0

Total External Site Traffic 13 0 309 0 0 0 199 0 0 0 0 14

Total Project Traffic 13 0 309 0 0 0 199 0 0 0 0 14

PM PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 28% 0% 0% 0% 0% 2%
Inbound Project Traffic 0 0 0 0 0 0 270 0 0 0 0 19

Percent Assignment Outbound 2% 0% 49% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 18 0 438 0 0 0 0 0 0 0 0 0

Total External Site Traffic 18 0 438 0 0 0 270 0 0 0 0 19

Total Project Traffic 18 0 438 0 0 0 270 0 0 0 0 19

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - weekday - tia data.xls]int. #119/14/20

Site Driveway Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Eastbound Westbound Northbound Southbound
Site Driveway Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: West Orange Site - Addendum #1 Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Phase 1 REASSIGNED - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: I-40 EB Service Road Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 10% 0% 0% 0% 0% 0% 0% 1% 0% 0% 0% 0%
Inbound Project Traffic 138 0 0 0 0 0 0 14 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 47% 1% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 621 13 0

Total External Site Traffic 138 0 0 0 0 0 0 14 0 621 13 0

Total Project Traffic 138 0 0 0 0 0 0 14 0 621 13 0

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - saturday - tia data.xls]int. #59/14/20

I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: West Orange Site - Addendum #1 Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Phase 1 REASSIGNED - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: I-40 WB Exit Ramp Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 25% 22% 6% 5% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 344 303 83 69 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 1% 48% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 13 634 0

Total External Site Traffic 0 0 0 0 344 303 83 69 0 13 634 0

Total Project Traffic 0 0 0 0 344 303 83 69 0 13 634 0

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - saturday - tia data.xls]int. #69/14/20

I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: West Orange Site - Addendum #1 Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Phase 1 REASSIGNED - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: Ben Johnston Road/Site Driveway Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 1% 0% 27% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 14 0 372 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 1% 0% 49% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 13 0 647 0

Total External Site Traffic 0 0 0 0 0 14 0 372 13 0 647 0

Total Project Traffic 0 0 0 0 0 14 0 372 13 0 647 0

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - saturday - tia data.xls]int. #79/14/20

Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: West Orange Site - Addendum #1 Net New Trips: 1,376 1,321
Location: Efland, NC Pass-By Trips: 0 0
Scenario: Phase 1 REASSIGNED - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2019
E/W Street: Site Driveway Growth Factor: 0.061208 Buildout Year: 2022

SAT PEAK HOUR

Description Left Through Right Left Through Right Left Through Right Left Through Right

Project Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 28% 0% 0% 0% 0% 2%
Inbound Project Traffic 0 0 0 0 0 0 385 0 0 0 0 27

Percent Assignment Outbound 2% 0% 49% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 26 0 647 0 0 0 0 0 0 0 0 0

Total External Site Traffic 26 0 647 0 0 0 385 0 0 0 0 27

Total Project Traffic 26 0 647 0 0 0 385 0 0 0 0 27

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\phase 1 reassigned volume spreadsheets\[phase1reassigned-addendum2-west orange site - saturday - tia data.xls]int. #119/14/20

Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 152 45 106 113
Location: Efland NC Pass-By Trips: 4 3 52 39
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/21/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street:I-40 EB Service Road Growth Factor: 0.061208 Buildout Year: 2023

AM PEAK HOUR
AM PHF = 0.82

Description Left Through Right Left Through Right Left Through Right Left Through Right

2020 Traffic Count 346 1 2 0 0 0 0 142 13 74 77 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 346 1 2 0 0 0 0 142 13 74 77 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 21 0 0 0 0 0 0 9 1 5 5 0

2023 Background Traffic 367 1 2 0 0 0 0 151 14 79 82 0

Project Traffic

Buc-ee's Phase 1 Traffic 71 0 0 0 0 0 0 7 0 296 6 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 0 0 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 43% 0% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 19 0 0

Total External Site Traffic 0 0 0 0 0 0 0 0 0 19 0 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 0 0 0 0 0 0 0
Total Pass-By Traffic 0 0 0 0 0 0 0 0 0 0 0 0

Total Phase 2 Traffic 0 0 0 0 0 0 0 0 0 19 0 0

Total Project Traffic 71 0 0 0 0 0 0 7 0 315 6 0

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 0 0 0

2023 Buildout Total 438 1 2 0 0 0 0 158 14 394 88 0
Percent Impact (Approach)

36.4%
PM PEAK HOUR

PM PHF = 0.80

Description Left Through Right Left Through Right Left Through Right Left Through Right

2020 Traffic Count 269 0 0 0 0 0 0 52 4 26 156 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 269 0 0 0 0 0 0 52 4 26 156 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 16 0 0 0 0 0 0 3 0 2 10 0

2023 Background Traffic 285 0 0 0 0 0 0 55 4 28 166 0

Project Traffic

Buc-ee's Phase 1 Traffic 97 0 0 0 0 0 0 10 0 420 9 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 0 0 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 43% 0% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 49 0 0

Total External Site Traffic 0 0 0 0 0 0 0 0 0 49 0 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 3 0 0 0 0 0 0 0 0 2 0 0
Total Pass-By Traffic 3 0 0 0 0 0 0 0 0 2 0 0

Total Phase 2 Traffic 3 0 0 0 0 0 0 0 0 51 0 0

Total Project Traffic 100 0 0 0 0 0 0 10 0 471 9 0

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 0 0 0

2023 Buildout Total 385 0 0 0 0 0 0 65 4 499 175 0
Percent Impact (Approach)

0.0%

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\[phase2-sitedrwyshift-west orange site - weekday - tia data.xls]int. #5 9/14/20

Overall Percent Impact
0.0% - 0.0% 0.0%

I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Overall Percent Impact
16.1% - 4.1% 66.6%

Eastbound Westbound Northbound Southbound
I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 152 45 106 113
Location: Efland NC Pass-By Trips: 4 3 52 39
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/22/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street:I-40 WB Exit Ramp Growth Factor: 0.061208 Buildout Year: 2023

AM PEAK HOUR
AM PHF = 0.85

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

2020 Traffic Count 0 0 0 7 1 26 3 489 0 0 145 299
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 0 0 0 7 1 26 3 489 0 0 145 299

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 0 0 2 0 30 0 0 9 18

I-40 WB Off-Ramp Closure Diversion 0 0 0 0 191 0 0 0 0 0 0 0

2023 Background Traffic 0 0 0 7 192 28 3 519 0 0 154 317

Project Traffic

Buc-ee's Phase 1 Traffic 0 0 0 0 178 156 43 36 0 6 303 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 43% 0% 0% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 65 0 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 2% 43% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 1 19 0

Total External Site Traffic 0 0 0 0 0 65 0 0 0 1 19 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 2 0 0 0 0 0 1
Total Pass-By Traffic 0 0 0 0 0 2 0 0 0 0 0 1

Total Phase 2 Traffic 0 0 0 0 0 67 0 0 0 1 19 1

Total Project Traffic 0 0 0 0 178 223 43 36 0 7 322 1

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 1 0 0

2023 Buildout Total 0 0 0 7 370 251 46 555 0 8 476 318
Percent Impact (Approach)

39.9%
PM PEAK HOUR

PM PHF = 0.85

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

2020 Traffic Count 0 0 0 29 1 65 0 327 0 0 154 299
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 0 0 0 29 1 65 0 327 0 0 154 299

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 2 0 4 0 20 0 0 9 18

I-40 WB Off-Ramp Closure Diversion 0 0 0 0 683 0 0 0 0 0 0 0

2023 Background Traffic 0 0 0 31 684 69 0 347 0 0 163 317

Project Traffic

Buc-ee's Phase 1 Traffic 0 0 0 0 242 213 58 48 0 9 429 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 43% 0% 0% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 46 0 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 2% 43% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 2 49 0

Total External Site Traffic 0 0 0 0 0 46 0 0 0 2 49 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 21 0 3 0 0 2 18
Total Pass-By Traffic 0 0 0 0 0 21 0 3 0 0 2 18

Total Phase 2 Traffic 0 0 0 0 0 67 0 3 0 2 51 18

Total Project Traffic 0 0 0 0 242 280 58 51 0 11 480 18

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 3 0 0

2023 Buildout Total 0 0 0 31 926 349 58 398 0 14 643 335
Percent Impact (Approach)

41.4%

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\[phase2-sitedrwyshift-west orange site - weekday - tia data.xls]int. #6 9/14/20

Overall Percent Impact
- 40.0% 23.9% 51.3%

I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Overall Percent Impact
- 63.9% 13.1% 41.1%

Eastbound Westbound Northbound Southbound
I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 152 45 106 113
Location: Efland NC Pass-By Trips: 4 3 52 39
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/22/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street:Ben Johnston Road Growth Factor: 0.061208 Buildout Year: 2023

AM PEAK HOUR
AM PHF = 0.84

Description Left Through Right Left Through Right Left Through Right Left Through Right

2020 Traffic Count 0 0 0 93 0 5 0 308 196 1 349 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 0 0 0 93 0 5 0 308 196 1 349 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 6 0 0 0 19 12 0 21 0

2023 Background Traffic 0 0 0 99 0 5 0 327 208 1 370 0

Project Traffic

Buc-ee's Phase 1 Traffic 0 0 0 0 0 7 0 192 6 0 309 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 2% 0% 43% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 3 0 65 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 2% 0% 45% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 1 0 20 0

Total External Site Traffic 0 0 0 0 0 3 0 65 1 0 20 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 0 0 2 0 0 1 0
Total Pass-By Traffic 0 0 0 0 0 0 0 2 0 0 1 0

Total Phase 2 Traffic 0 0 0 0 0 3 0 67 1 0 21 0

Total Project Traffic 0 0 0 0 0 10 0 259 7 0 330 0

Ben Johnston RI/RO Diversion 0 0 0 -99 0 99 0 0 1 -1 100 0

2023 Buildout Total 0 0 0 0 0 114 0 586 216 0 800 0
Percent Impact (Approach)

35.3%
PM PEAK HOUR

PM PHF = 0.85

Description Left Through Right Left Through Right Left Through Right Left Through Right

2020 Traffic Count 0 0 0 151 0 0 0 331 56 3 299 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 0 0 0 151 0 0 0 331 56 3 299 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 9 0 0 0 20 3 0 18 0

2023 Background Traffic 0 0 0 160 0 0 0 351 59 3 317 0

Project Traffic

Buc-ee's Phase 1 Traffic 0 0 0 0 0 9 0 261 9 0 438 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 2% 0% 43% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 2 0 46 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 2% 0% 45% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 2 0 51 0

Total External Site Traffic 0 0 0 0 0 2 0 46 2 0 51 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 0 0 23 0 0 18 0
Total Pass-By Traffic 0 0 0 0 0 0 0 23 0 0 18 0

Total Phase 2 Traffic 0 0 0 0 0 2 0 69 2 0 69 0

Total Project Traffic 0 0 0 0 0 11 0 330 11 0 507 0

Ben Johnston RI/RO Diversion 0 0 0 -160 0 160 0 0 3 -3 163 0

2023 Buildout Total 0 0 0 0 0 171 0 681 73 0 987 0
Percent Impact (Approach)

44.9%

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\[phase2-sitedrwyshift-west orange site - weekday - tia data.xls]int. #7 9/14/20

Overall Percent Impact
- 6.4% 45.2% 51.4%

0 Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

Overall Percent Impact
- 8.8% 33.2% 41.3%

Eastbound Westbound Northbound Southbound
Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
AM In AM Out PM In PM Out

Project: Buc-ee's Phase 2 Net New Trips: 152 45 106 113
Location: Efland NC Pass-By Trips: 4 3 52 39
Scenario: Addendum #2 - Weekday Peak
Peak Hour:7:30 - 8:30 AM; 5:00 - 6:00 PM
Ct. Date 5/22/2019
N/S Street:US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street:Site Driveway Growth Factor: 0.061208 Buildout Year: 2023

AM PEAK HOUR
AM PHF = 0.90

Description Left Through Right Left Through Right U-Turn Left Through Right Left Through Right

2020 Traffic Count 0 0 0 0 0 0 0 0 0 0 0 0 0
Count Balancing 0 0 0 0 0 0 0 0 313 0 0 350 0
2020 Existing Traffic 0 0 0 0 0 0 0 0 313 0 0 350 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 0 0 0 0 0 19 0 0 21 0

2023 Background Traffic 0 0 0 0 0 0 0 0 332 0 0 371 0

Project Traffic

Buc-ee's Phase 1 Traffic 13 0 309 0 0 0 0 199 0 0 0 0 14

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 45% 0% 0% 0% 0% 5%
Inbound Project Traffic 0 0 0 0 0 0 0 68 0 0 0 0 8

Percent Assignment Outbound 5% 0% 45% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 2 0 20 0 0 0 0 0 0 0 0 0 0

Total External Site Traffic 2 0 20 0 0 0 0 68 0 0 0 0 8

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 2 0 0 0 0 2 0 0 0 0 0
Total Pass-By Traffic 0 0 2 0 0 0 0 2 0 0 0 0 0

Total Phase 2 Traffic 2 0 22 0 0 0 0 70 0 0 0 0 8

Total Project Traffic 15 0 331 0 0 0 0 269 0 0 0 0 22

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 99 0 0 0 0 0 0

2023 Buildout Total 15 0 331 0 0 0 99 269 332 0 0 371 22
Percent Impact (Approach)

44.3%
PM PEAK HOUR

PM PHF = 0.90

Description Left Through Right Left Through Right U-Turn Left Through Right Left Through Right

2020 Traffic Count 0 0 0 0 0 0 0 0 0 0 0 0 0
Count Balancing 0 0 0 0 0 0 0 0 331 0 0 302 0
2020 Existing Traffic 0 0 0 0 0 0 0 0 331 0 0 302 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 0 0 0 0 0 20 0 0 18 0

2023 Background Traffic 0 0 0 0 0 0 0 0 351 0 0 320 0

Project Traffic

Buc-ee's Phase 1 Traffic 18 0 438 0 0 0 0 270 0 0 0 0 19

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 45% 0% 0% 0% 0% 5%
Inbound Project Traffic 0 0 0 0 0 0 0 47 0 0 0 0 5

Percent Assignment Outbound 5% 0% 45% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 6 0 51 0 0 0 0 0 0 0 0 0 0

Total External Site Traffic 6 0 51 0 0 0 0 47 0 0 0 0 5

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 -3 0 0 -3 0
Pass-By Capture Assignment 2 0 20 0 0 0 0 26 0 0 0 0 3
Total Pass-By Traffic 2 0 20 0 0 0 0 26 -3 0 0 -3 3

Total Phase 2 Traffic 8 0 71 0 0 0 0 73 -3 0 0 -3 8

Total Project Traffic 26 0 509 0 0 0 0 343 -3 0 0 -3 27

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 160 0 0 0 0 0 0

2023 Buildout Total 26 0 509 0 0 0 160 343 348 0 0 317 27
Percent Impact (Approach)

52.0%
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Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

100.0% - 38.4% 5.6%
Overall Percent Impact

Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road
Eastbound Westbound Northbound Southbound

100.0% - 40.0% 7.0%
Overall Percent Impact



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 90 73
Location: Efland, NC Pass-By Trips: 75 68
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street: I-40 EB Service Road Growth Factor: 0.061208 Buildout Year: 2023

SAT PEAK HOUR
AM PHF = 0.95

Description Left Through Right Left Through Right Left Through Right Left Through Right

2020 Traffic Count 162 0 0 0 0 0 0 28 4 16 25 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 162 0 0 0 0 0 0 28 4 16 25 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 10 0 0 0 0 0 0 2 0 1 2 0

2023 Background Traffic 172 0 0 0 0 0 0 30 4 17 27 0

Project Traffic

Buc-ee's Phase 1 Traffic 138 0 0 0 0 0 0 14 0 621 13 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 0 0 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 43% 0% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 31 0 0

Total External Site Traffic 0 0 0 0 0 0 0 0 0 31 0 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 4 0 0 0 0 0 0 0 0 3 0 0
Total Pass-By Traffic 4 0 0 0 0 0 0 0 0 3 0 0

Total Phase 2 Traffic 4 0 0 0 0 0 0 0 0 34 0 0

Total Project Traffic 142 0 0 0 0 0 0 14 0 655 13 0

2023 Buildout Total 314 0 0 0 0 0 0 44 4 672 40 0
Percent Impact (Approach)

76.7%
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Overall Percent Impact
45.2% - 29.2% 93.8%

Eastbound Westbound Northbound Southbound
I-40 EB Service Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 90 73
Location: Efland, NC Pass-By Trips: 75 68
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street: I-40 WB Exit Ramp Growth Factor: 0.061208 Buildout Year: 2023

SAT PEAK HOUR
AM PHF = 0.96

Description Left Through Right Left Through Right Left Through Right U-Turn Through Right

2020 Traffic Count 0 0 0 7 4 18 2 190 0 0 33 197
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 0 0 0 7 4 18 2 190 0 0 33 197

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 0 0 1 0 12 0 0 2 12

I-40 WB Off-Ramp Closure Diversion 0 0 0 0 220 0 0 0 0 0 0 0

2023 Background Traffic 0 0 0 7 224 19 2 202 0 0 35 209

Project Traffic

Buc-ee's Phase 1 Traffic 0 0 0 0 344 303 83 69 0 13 634 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 43% 0% 0% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 39 0 0 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 0% 2% 43% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 0 1 31 0

Total External Site Traffic 0 0 0 0 0 39 0 0 0 1 31 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 30 0 4 0 0 3 31
Total Pass-By Traffic 0 0 0 0 0 30 0 4 0 0 3 31

Total Phase 2 Traffic 0 0 0 0 0 69 0 4 0 1 34 31

Total Project Traffic 0 0 0 0 344 372 83 73 0 14 668 31

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 0 0 0 1 0 0

2023 Buildout Total 0 0 0 7 568 391 85 275 0 15 703 240
Percent Impact (Approach)

69.4%
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Overall Percent Impact
- 74.1% 43.3% 74.4%

Eastbound Westbound Northbound Southbound
I-40 WB Exit Ramp US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 90 73
Location: Efland, NC Pass-By Trips: 75 68
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street: Ben Johnston Road Growth Factor: 0.061208 Buildout Year: 2023

SAT PEAK HOUR
AM PHF = 0.98

Description Left Through Right Left Through Right Left Through Right Left Through Right

2020 Traffic Count 0 0 0 57 0 1 0 170 39 1 172 0
Count Balancing 0 0 0 0 0 0 0 0 0 0 0 0
2020 Existing Traffic 0 0 0 57 0 1 0 170 39 1 172 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 3 0 0 0 10 2 0 11 0

2023 Background Traffic 0 0 0 60 0 1 0 180 41 1 183 0

Project Traffic

Buc-ee's Phase 1 Traffic 0 0 0 0 0 14 0 716 14 0 647 0

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 2% 0% 43% 0% 0% 0% 0%
Inbound Project Traffic 0 0 0 0 0 2 0 39 0 0 0 0

Percent Assignment Outbound 0% 0% 0% 0% 0% 0% 0% 0% 2% 0% 45% 0%
Outbound Project Traffic 0 0 0 0 0 0 0 0 1 0 33 0

Total External Site Traffic 0 0 0 0 0 2 0 39 1 0 33 0

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 0 0 0 0
Pass-By Capture Assignment 0 0 0 0 0 0 0 34 0 0 31 0
Total Pass-By Traffic 0 0 0 0 0 0 0 34 0 0 31 0

Total Phase 2 Traffic 0 0 0 0 0 2 0 73 1 0 64 0

Total Project Traffic 0 0 0 0 0 16 0 789 15 0 711 0

Ben Johnston RI/RO Diversion 0 0 0 -60 0 60 0 0 1 -1 61 0

2023 Buildout Total 0 0 0 0 0 77 0 969 57 0 955 0
Percent Impact (Approach)

74.4%

k:\dur_ldev\013284003 west orange site\t10 - addendum 2 - site drwy shift\phase 2\[phase2-sitedrwyshift-west orange site - saturday - tia data.xls]int. #7 9/14/20

Overall Percent Impact
- 20.8% 78.4% 74.5%

Eastbound Westbound Northbound Southbound
Ben Johnston Road US-70/I-40 Connector Road US-70/I-40 Connector Road



INTERSECTION ANALYSIS SHEET
Sat In Sat Out

Project: Buc-ee's Net New Trips: 90 73
Location: Efland, NC Pass-By Trips: 75 68
Scenario: Addendum #2 - Saturday Peak Hour
Peak Hour: 11:00 AM - 12:00 PM
Ct. Date 10/26/2019
N/S Street: US-70/I-40 Connector Road Annual Growth Rate: 2.0% Existing Year: 2020
E/W Street: Site Driveway Growth Factor: 0.061208 Buildout Year: 2023

SAT PEAK HOUR
AM PHF = 0.90

Description Left Through Right Left Through Right U-Turn Left Through Right Left Through Right

2020 Traffic Count 0 0 0 0 0 0 0 0 0 0 0 0 0
Count Balancing 0 0 0 0 0 0 0 0 171 0 0 173 0
2020 Existing Traffic 0 0 0 0 0 0 0 0 171 0 0 173 0

Growth Factor (0.02 per year) 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061 0.061
2023 Background Growth 0 0 0 0 0 0 0 0 10 0 0 11 0

2023 Background Traffic 0 0 0 0 0 0 0 0 181 0 0 184 0

Project Traffic

Buc-ee's Phase 1 Traffic 26 0 647 0 0 0 0 385 0 0 0 0 27

Phase 2 Traffic
Percent Assignment Inbound 0% 0% 0% 0% 0% 0% 0% 45% 0% 0% 0% 0% 5%
Inbound Project Traffic 0 0 0 0 0 0 0 41 0 0 0 0 4

Percent Assignment Outbound 5% 0% 45% 0% 0% 0% 0% 0% 0% 0% 0% 0% 0%
Outbound Project Traffic 4 0 33 0 0 0 0 0 0 0 0 0 0

Total External Site Traffic 4 0 33 0 0 0 0 41 0 0 0 0 4

Pass-By Capture Reduction 0 0 0 0 0 0 0 0 -4 0 0 -4 0
Pass-By Capture Assignment 3 0 34 0 0 0 0 38 0 0 0 0 4
Total Pass-By Traffic 3 0 34 0 0 0 0 38 -4 0 0 -4 4

Total Phase 2 Traffic 7 0 67 0 0 0 0 79 -4 0 0 -4 8

Total Project Traffic 33 0 714 0 0 0 0 464 -4 0 0 -4 35

Ben Johnston RI/RO Diversion 0 0 0 0 0 0 60 0 0 0 0 0 0

2023 Buildout Total 33 0 714 0 0 0 60 464 177 0 0 180 35
Percent Impact (Approach)

74.4%
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Overall Percent Impact
100.0% - 65.6% 14.4%

Eastbound Westbound Northbound Southbound
Site Driveway US-70/I-40 Connector Road US-70/I-40 Connector Road



Appendix E:
Phase 2 Synchro & SimTraffic Outputs

With Shifted Site Driveway



West Orange Site - Addendum #2 Phase 2 - Build AM - Site Drwy. Shift
5: US-70/I-40 Connector Road & I-40 EB Service Road 09/15/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 2\Synchro\Phase2-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 1

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 438 4 4 0 0 0 0 158 14 394 88 0
Future Volume (vph) 438 4 4 0 0 0 0 158 14 394 88 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 400 125 0 0 0 40 400 0
Storage Lanes 1 0 0 0 0 1 1 0
Taper Length (ft) 100 25 25 100
Satd. Flow (prot) 1681 1685 0 0 0 0 0 1863 1583 1770 1863 0
Flt Permitted 0.950 0.954 0.610
Satd. Flow (perm) 1681 1685 0 0 0 0 0 1863 1583 1136 1863 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 1 77
Link Speed (mph) 50 50 45 45
Link Distance (ft) 1140 702 378 714
Travel Time (s) 15.5 9.6 5.7 10.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%) 49%
Lane Group Flow (vph) 248 247 0 0 0 0 0 176 16 438 98 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 20 40 106 40 40 106
Trailing Detector (ft) 0 0 100 0 0 100
Detector 1 Position(ft) 0 0 100 0 0 100
Detector 1 Size(ft) 20 40 6 40 40 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA NA Perm pm+pt NA
Protected Phases 4 2 1 6
Permitted Phases 4 2 6
Detector Phase 4 4 2 2 1 6
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 5.0 12.0
Minimum Split (s) 14.0 14.0 19.0 19.0 9.5 19.0
Total Split (s) 45.0 45.0 30.0 30.0 45.0 75.0
Total Split (%) 37.5% 37.5% 25.0% 25.0% 37.5% 62.5%
Yellow Time (s) 5.0 5.0 5.0 5.0 3.5 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 1.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 2.5 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 25.3 25.3 63.2 63.2 87.2 84.7
Actuated g/C Ratio 0.21 0.21 0.53 0.53 0.73 0.71
v/c Ratio 0.70 0.70 0.18 0.02 0.47 0.07
Control Delay 54.0 53.4 18.3 0.1 10.6 7.0
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 54.0 53.4 18.3 0.1 10.6 7.0
LOS D D B A B A
Approach Delay 53.7 16.8 10.0
Approach LOS D B A
Queue Length 50th (ft) 189 187 67 0 90 18
Queue Length 95th (ft) 260 258 147 0 227 53
Internal Link Dist (ft) 1060 622 298 634
Turn Bay Length (ft) 400 40 400
Base Capacity (vph) 560 562 980 869 1050 1315
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.44 0.44 0.18 0.02 0.42 0.07

Intersection Summary
Area Type: Other



West Orange Site - Addendum #2 Phase 2 - Build AM - Site Drwy. Shift
5: US-70/I-40 Connector Road & I-40 EB Service Road 09/15/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 2\Synchro\Phase2-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 2

Cycle Length: 120
Actuated Cycle Length: 120
Offset: 41 (34%), Referenced to phase 2:NBT and 6:SBTL, Start of Green
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.70
Intersection Signal Delay: 28.7 Intersection LOS: C
Intersection Capacity Utilization 58.4% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     5: US-70/I-40 Connector Road & I-40 EB Service Road



West Orange Site - Addendum #2 Phase 2 - Build AM - Site Drwy. Shift
6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp 09/15/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 2\Synchro\Phase2-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 3

Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBU SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 0 0 0 7 370 251 46 555 0 8 0 476 318
Future Volume (vph) 0 0 0 7 370 251 46 555 0 8 0 476 318
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 450 0 0 0 0
Storage Lanes 0 0 1 2 1 0 0 1
Taper Length (ft) 25 100 100 25
Satd. Flow (prot) 0 0 0 0 3536 2787 1770 1863 0 0 0 1861 1583
Flt Permitted 0.999 0.420 0.990
Satd. Flow (perm) 0 0 0 0 3536 2787 782 1863 0 0 0 1844 1583
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 279 79
Link Speed (mph) 50 50 45 45
Link Distance (ft) 752 1082 714 502
Travel Time (s) 10.3 14.8 10.8 7.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 419 279 51 617 0 0 0 538 353
Number of Detectors 1 1 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 40 40 106 20 106 40
Trailing Detector (ft) 0 0 0 0 100 0 100 0
Detector 1 Position(ft) 0 0 0 0 100 0 100 0
Detector 1 Size(ft) 40 40 40 40 6 20 6 40
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA Perm Perm NA Perm NA Perm
Protected Phases 8 2 6
Permitted Phases 8 8 2 6 6
Detector Phase 8 8 8 2 2 6 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 20.0 20.0 20.0 20.0 20.0
Total Split (s) 30.0 30.0 30.0 90.0 90.0 90.0 90.0 90.0
Total Split (%) 25.0% 25.0% 25.0% 75.0% 75.0% 75.0% 75.0% 75.0%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None None C-Max C-Max C-Max C-Max C-Max
Act Effct Green (s) 21.3 21.3 88.7 88.7 88.7 88.7
Actuated g/C Ratio 0.18 0.18 0.74 0.74 0.74 0.74
v/c Ratio 0.67 0.39 0.09 0.45 0.40 0.30
Control Delay 51.2 6.2 1.3 7.6 4.6 2.7
Queue Delay 0.0 0.0 0.0 0.1 0.0 0.0
Total Delay 51.2 6.2 1.3 7.7 4.6 2.7
LOS D A A A A A
Approach Delay 33.2 7.2 3.8
Approach LOS C A A
Queue Length 50th (ft) 161 0 6 158 74 30
Queue Length 95th (ft) 208 39 1 140 143 34
Internal Link Dist (ft) 672 1002 634 422
Turn Bay Length (ft) 450
Base Capacity (vph) 736 801 577 1376 1362 1190
Starvation Cap Reductn 0 0 0 168 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.57 0.35 0.09 0.51 0.40 0.30

Intersection Summary
Area Type: Other



West Orange Site - Addendum #2 Phase 2 - Build AM - Site Drwy. Shift
6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp 09/15/2020

K:\DUR_LDEV\013284003 West Orange Site\T10 - Addendum 2 - Site Drwy Shift\Phase 2\Synchro\Phase2-Build AM-SiteDrwyShift.syn
Kimley-Horn Page 4

Cycle Length: 120
Actuated Cycle Length: 120
Offset: 29 (24%), Referenced to phase 2:NBTL and 6:SBTU, Start of Green
Natural Cycle: 40
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.67
Intersection Signal Delay: 13.9 Intersection LOS: B
Intersection Capacity Utilization 58.4% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp
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Lane Group WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 0 114 586 216 0 800
Future Volume (vph) 0 114 586 216 0 800
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Satd. Flow (prot) 0 1611 3398 0 0 3539
Flt Permitted
Satd. Flow (perm) 0 1611 3398 0 0 3539
Link Speed (mph) 45 45 45
Link Distance (ft) 611 502 407
Travel Time (s) 9.3 7.6 6.2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 127 891 0 0 889
Sign Control Stop Free Free

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 36.8% ICU Level of Service A
Analysis Period (min) 15
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Intersection
Int Delay, s/veh 0.9

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 0 114 586 216 0 800
Future Vol, veh/h 0 114 586 216 0 800
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length - 0 - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 127 651 240 0 889

Major/Minor Minor1 Major1 Major2
Conflicting Flow All - 446 0 0 - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - 6.94 - - - -
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - 3.32 - - - -
Pot Cap-1 Maneuver 0 560 - - 0 -
          Stage 1 0 - - - 0 -
          Stage 2 0 - - - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - 560 - - - -
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -

Approach WB NB SB
HCM Control Delay, s 13.3 0 0
HCM LOS B

Minor Lane/Major Mvmt NBT NBR WBLn1 SBT
Capacity (veh/h) - - 560 -
HCM Lane V/C Ratio - - 0.226 -
HCM Control Delay (s) - - 13.3 -
HCM Lane LOS - - B -
HCM 95th %tile Q(veh) - - 0.9 -
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Lane Group EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Traffic Volume (vph) 15 331 99 269 332 371 22
Future Volume (vph) 15 331 99 269 332 371 22
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 300 300 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Satd. Flow (prot) 1805 2842 0 3433 3539 3511 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1805 2842 0 3433 3539 3511 0
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 368 5
Link Speed (mph) 30 45 45
Link Distance (ft) 1041 407 1737
Travel Time (s) 23.7 6.2 26.3
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Heavy Vehicles (%) 0% 0% 2% 2% 2% 2% 2%
Shared Lane Traffic (%)
Lane Group Flow (vph) 17 368 0 409 369 436 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 20 40 106 106
Trailing Detector (ft) 0 0 0 0 100 100
Detector 1 Position(ft) 0 0 0 0 100 100
Detector 1 Size(ft) 40 40 20 40 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Prot NA NA
Protected Phases 5 5 2 6
Permitted Phases 4 4
Detector Phase 4 4 5 5 2 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 15.0 20.0 20.0
Total Split (s) 35.0 35.0 45.0 45.0 85.0 40.0
Total Split (%) 29.2% 29.2% 37.5% 37.5% 70.8% 33.3%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None None None C-Max C-Max
Act Effct Green (s) 10.2 10.2 40.0 99.8 54.8
Actuated g/C Ratio 0.08 0.08 0.33 0.83 0.46
v/c Ratio 0.11 0.64 0.36 0.13 0.27
Control Delay 51.3 10.5 21.3 1.3 20.8
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 51.3 10.5 21.3 1.3 20.8
LOS D B C A C
Approach Delay 12.3 11.8 20.8
Approach LOS B B C
Queue Length 50th (ft) 13 0 77 7 104
Queue Length 95th (ft) 35 48 122 27 152
Internal Link Dist (ft) 961 327 1657
Turn Bay Length (ft) 200 300 300
Base Capacity (vph) 451 986 1144 2943 1606
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.04 0.37 0.36 0.13 0.27

Intersection Summary
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Area Type: Other
Cycle Length: 120
Actuated Cycle Length: 120
Offset: 48 (40%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.64
Intersection Signal Delay: 14.4 Intersection LOS: B
Intersection Capacity Utilization 45.5% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     11: US-70/I-40 Connector Road & Site Driveway
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 385 4 4 0 0 0 0 65 4 499 175 0
Future Volume (vph) 385 4 4 0 0 0 0 65 4 499 175 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 400 125 0 0 0 40 400 0
Storage Lanes 1 0 0 0 0 1 1 0
Taper Length (ft) 100 25 25 100
Satd. Flow (prot) 1681 1683 0 0 0 0 0 1863 1583 1770 1863 0
Flt Permitted 0.950 0.954 0.710
Satd. Flow (perm) 1681 1683 0 0 0 0 0 1863 1583 1323 1863 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 1 100
Link Speed (mph) 50 50 45 45
Link Distance (ft) 1140 702 378 714
Travel Time (s) 15.5 9.6 5.7 10.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%) 49%
Lane Group Flow (vph) 218 218 0 0 0 0 0 72 4 554 194 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 20 40 106 40 40 106
Trailing Detector (ft) 0 0 100 0 0 100
Detector 1 Position(ft) 0 0 100 0 0 100
Detector 1 Size(ft) 20 40 6 40 40 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA NA Perm pm+pt NA
Protected Phases 4 2 1 6
Permitted Phases 4 2 6
Detector Phase 4 4 2 2 1 6
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 7.0 12.0
Minimum Split (s) 15.0 15.0 19.0 19.0 14.0 19.0
Total Split (s) 40.0 40.0 20.0 20.0 60.0 80.0
Total Split (%) 33.3% 33.3% 16.7% 16.7% 50.0% 66.7%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lead Lead Lag
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 22.9 22.9 27.1 27.1 87.1 87.1
Actuated g/C Ratio 0.19 0.19 0.23 0.23 0.73 0.73
v/c Ratio 0.68 0.68 0.17 0.01 0.48 0.14
Control Delay 55.6 55.2 41.2 0.0 1.9 0.7
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 55.6 55.2 41.2 0.0 1.9 0.7
LOS E E D A A A
Approach Delay 55.4 39.1 1.6
Approach LOS E D A
Queue Length 50th (ft) 166 166 45 0 10 4
Queue Length 95th (ft) 238 237 94 0 17 m6
Internal Link Dist (ft) 1060 622 298 634
Turn Bay Length (ft) 400 40 400
Base Capacity (vph) 490 491 421 435 1165 1352
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.44 0.44 0.17 0.01 0.48 0.14

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 70 (58%), Referenced to phase 2:NBT and 6:SBTL, Start of Green
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.68
Intersection Signal Delay: 22.4 Intersection LOS: C
Intersection Capacity Utilization 83.6% ICU Level of Service E
Analysis Period (min) 15
m    Volume for 95th percentile queue is metered by upstream signal.

Splits and Phases:     5: US-70/I-40 Connector Road & I-40 EB Service Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBU SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 0 0 0 31 926 349 58 398 0 14 0 643 335
Future Volume (vph) 0 0 0 31 926 349 58 398 0 14 0 643 335
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 450 0 0 0 0
Storage Lanes 0 0 1 2 1 0 0 1
Taper Length (ft) 25 100 100 25
Satd. Flow (prot) 0 0 0 0 3532 2787 1770 1863 0 0 0 1861 1583
Flt Permitted 0.998 0.181 0.987
Satd. Flow (perm) 0 0 0 0 3532 2787 337 1863 0 0 0 1839 1583
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 388 54
Link Speed (mph) 50 50 45 45
Link Distance (ft) 752 1082 714 455
Travel Time (s) 10.3 14.8 10.8 6.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 1063 388 64 442 0 0 0 730 372
Number of Detectors 1 1 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 40 40 106 20 106 40
Trailing Detector (ft) 0 0 0 0 100 0 100 0
Detector 1 Position(ft) 0 0 0 0 100 0 100 0
Detector 1 Size(ft) 40 40 40 40 6 20 6 40
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA Perm Perm NA Perm NA Perm
Protected Phases 8 2 6
Permitted Phases 8 8 2 6 6
Detector Phase 8 8 8 2 2 6 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 20.0 20.0 20.0 20.0 20.0
Total Split (s) 60.0 60.0 60.0 60.0 60.0 60.0 60.0 60.0
Total Split (%) 50.0% 50.0% 50.0% 50.0% 50.0% 50.0% 50.0% 50.0%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None None C-Max C-Max C-Max C-Max C-Max
Act Effct Green (s) 46.8 46.8 63.2 63.2 63.2 63.2
Actuated g/C Ratio 0.39 0.39 0.53 0.53 0.53 0.53
v/c Ratio 0.77 0.29 0.36 0.45 0.75 0.43
Control Delay 35.7 2.5 18.5 13.1 26.2 14.5
Queue Delay 0.0 0.0 0.0 0.0 0.0 0.0
Total Delay 35.7 2.5 18.5 13.1 26.2 14.5
LOS D A B B C B
Approach Delay 26.9 13.8 22.3
Approach LOS C B C
Queue Length 50th (ft) 371 0 29 315 407 145
Queue Length 95th (ft) 406 29 85 469 #726 269
Internal Link Dist (ft) 672 1002 634 375
Turn Bay Length (ft) 450
Base Capacity (vph) 1618 1487 177 980 968 859
Starvation Cap Reductn 0 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.66 0.26 0.36 0.45 0.75 0.43

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 56 (47%), Referenced to phase 2:NBTL and 6:SBTU, Start of Green
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.77
Intersection Signal Delay: 23.0 Intersection LOS: C
Intersection Capacity Utilization 83.6% ICU Level of Service E
Analysis Period (min) 15
#    95th percentile volume exceeds capacity, queue may be longer.
     Queue shown is maximum after two cycles.

Splits and Phases:     6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp
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Lane Group WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 0 171 681 73 0 987
Future Volume (vph) 0 171 681 73 0 987
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 0 0
Storage Lanes 0 1 0 0
Taper Length (ft) 100 300
Satd. Flow (prot) 0 1611 3490 0 0 3539
Flt Permitted
Satd. Flow (perm) 0 1611 3490 0 0 3539
Link Speed (mph) 45 45 45
Link Distance (ft) 839 455 410
Travel Time (s) 12.7 6.9 6.2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 190 838 0 0 1097
Sign Control Stop Free Free

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 38.4% ICU Level of Service A
Analysis Period (min) 15
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Intersection
Int Delay, s/veh 1.3

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 0 171 681 73 0 987
Future Vol, veh/h 0 171 681 73 0 987
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length - 0 - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 190 757 81 0 1097

Major/Minor Minor1 Major1 Major2
Conflicting Flow All - 419 0 0 - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - 6.94 - - - -
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - 3.32 - - - -
Pot Cap-1 Maneuver 0 583 - - 0 -
          Stage 1 0 - - - 0 -
          Stage 2 0 - - - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - 583 - - - -
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -

Approach WB NB SB
HCM Control Delay, s 14.1 0 0
HCM LOS B

Minor Lane/Major Mvmt NBT NBR WBLn1 SBT
Capacity (veh/h) - - 583 -
HCM Lane V/C Ratio - - 0.326 -
HCM Control Delay (s) - - 14.1 -
HCM Lane LOS - - B -
HCM 95th %tile Q(veh) - - 1.4 -
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Lane Group EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Traffic Volume (vph) 26 509 160 343 348 317 27
Future Volume (vph) 26 509 160 343 348 317 27
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 300 300 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Satd. Flow (prot) 1770 2787 0 3433 3539 3497 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 2787 0 3433 3539 3497 0
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 566 7
Link Speed (mph) 30 45 45
Link Distance (ft) 998 410 1494
Travel Time (s) 22.7 6.2 22.6
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 29 566 0 559 387 382 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left Right Left Left
Leading Detector (ft) 40 40 20 40 106 106
Trailing Detector (ft) 0 0 0 0 100 100
Detector 1 Position(ft) 0 0 0 0 100 100
Detector 1 Size(ft) 40 40 20 40 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Prot NA NA
Protected Phases 5 5 2 6
Permitted Phases 4 4
Detector Phase 4 4 5 5 2 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 15.0 20.0 20.0
Total Split (s) 40.0 40.0 50.0 50.0 80.0 30.0
Total Split (%) 33.3% 33.3% 41.7% 41.7% 66.7% 25.0%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None None None C-Max C-Max
Act Effct Green (s) 11.3 11.3 45.0 98.7 48.7
Actuated g/C Ratio 0.09 0.09 0.38 0.82 0.41
v/c Ratio 0.17 0.73 0.43 0.13 0.27
Control Delay 50.8 10.0 22.5 1.7 24.5
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 50.8 10.0 22.5 1.7 24.5
LOS D A C A C
Approach Delay 12.0 14.0 24.5
Approach LOS B B C
Queue Length 50th (ft) 21 0 184 11 97
Queue Length 95th (ft) 49 54 187 36 150
Internal Link Dist (ft) 918 330 1414
Turn Bay Length (ft) 200 300 300
Base Capacity (vph) 516 1213 1287 2909 1422
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.06 0.47 0.43 0.13 0.27

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 47 (39%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 50
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.73
Intersection Signal Delay: 15.5 Intersection LOS: B
Intersection Capacity Utilization 54.7% ICU Level of Service A
Analysis Period (min) 15

Splits and Phases:     11: US-70/I-40 Connector Road & Site Driveway
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 314 4 4 0 0 0 0 44 4 672 40 0
Future Volume (vph) 314 4 4 0 0 0 0 44 4 672 40 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 400 125 0 0 0 40 400 0
Storage Lanes 1 0 0 0 0 1 1 0
Taper Length (ft) 100 25 25 100
Satd. Flow (prot) 1681 1683 0 0 0 0 0 1863 1583 1770 1863 0
Flt Permitted 0.950 0.954 0.664
Satd. Flow (perm) 1681 1683 0 0 0 0 0 1863 1583 1237 1863 0
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 1 100
Link Speed (mph) 50 50 45 45
Link Distance (ft) 1140 702 378 714
Travel Time (s) 15.5 9.6 5.7 10.8
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%) 49%
Lane Group Flow (vph) 178 179 0 0 0 0 0 49 4 747 44 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 20 40 106 40 40 106
Trailing Detector (ft) 0 0 100 0 0 100
Detector 1 Position(ft) 0 0 100 0 0 100
Detector 1 Size(ft) 20 40 6 40 40 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA NA Perm pm+pt NA
Protected Phases 4 2 1 6
Permitted Phases 4 2 6
Detector Phase 4 4 2 2 1 6
Switch Phase
Minimum Initial (s) 7.0 7.0 12.0 12.0 7.0 12.0
Minimum Split (s) 15.0 15.0 19.0 19.0 14.0 19.0
Total Split (s) 30.0 30.0 20.0 20.0 70.0 90.0
Total Split (%) 25.0% 25.0% 16.7% 16.7% 58.3% 75.0%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None C-Max C-Max None C-Max
Act Effct Green (s) 19.6 19.6 53.9 53.9 90.4 90.4
Actuated g/C Ratio 0.16 0.16 0.45 0.45 0.75 0.75
v/c Ratio 0.65 0.65 0.06 0.01 0.70 0.03
Control Delay 57.6 57.4 25.7 0.0 3.7 0.2
Queue Delay 0.0 0.0 0.0 0.0 0.1 0.0
Total Delay 57.6 57.4 25.7 0.0 3.8 0.2
LOS E E C A A A
Approach Delay 57.5 23.8 3.6
Approach LOS E C A
Queue Length 50th (ft) 136 136 21 0 17 0
Queue Length 95th (ft) 207 208 61 0 26 m1
Internal Link Dist (ft) 1060 622 298 634
Turn Bay Length (ft) 400 40 400
Base Capacity (vph) 350 351 837 766 1220 1403
Starvation Cap Reductn 0 0 0 0 53 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.51 0.51 0.06 0.01 0.64 0.03

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 9 (8%), Referenced to phase 2:NBT and 6:SBTL, Start of Green
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.70
Intersection Signal Delay: 20.5 Intersection LOS: C
Intersection Capacity Utilization 76.2% ICU Level of Service D
Analysis Period (min) 15
m    Volume for 95th percentile queue is metered by upstream signal.

Splits and Phases:     5: US-70/I-40 Connector Road & I-40 EB Service Road
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Lane Group EBL EBT EBR WBL WBT WBR NBL NBT NBR SBU SBL SBT SBR
Lane Configurations
Traffic Volume (vph) 0 0 0 7 568 391 85 275 0 15 0 703 240
Future Volume (vph) 0 0 0 7 568 391 85 275 0 15 0 703 240
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 0 0 450 450 0 0 0 0
Storage Lanes 0 0 1 2 1 0 0 1
Taper Length (ft) 25 100 100 25
Satd. Flow (prot) 0 0 0 0 3536 2787 1770 1863 0 0 0 1861 1583
Flt Permitted 0.999 0.251 0.990
Satd. Flow (perm) 0 0 0 0 3536 2787 468 1863 0 0 0 1844 1583
Right Turn on Red Yes Yes Yes Yes
Satd. Flow (RTOR) 434 36
Link Speed (mph) 50 50 45 45
Link Distance (ft) 752 1082 714 455
Travel Time (s) 10.3 14.8 10.8 6.9
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 0 0 0 639 434 94 306 0 0 0 798 267
Number of Detectors 1 1 1 1 1 1 1 1
Detector Template Left
Leading Detector (ft) 40 40 40 40 106 20 106 40
Trailing Detector (ft) 0 0 0 0 100 0 100 0
Detector 1 Position(ft) 0 0 0 0 100 0 100 0
Detector 1 Size(ft) 40 40 40 40 6 20 6 40
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm NA Perm Perm NA Perm NA Perm
Protected Phases 8 2 6
Permitted Phases 8 8 2 6 6
Detector Phase 8 8 8 2 2 6 6 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 12.0 12.0 12.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 20.0 20.0 20.0 20.0 20.0
Total Split (s) 35.0 35.0 35.0 85.0 85.0 85.0 85.0 85.0
Total Split (%) 29.2% 29.2% 29.2% 70.8% 70.8% 70.8% 70.8% 70.8%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lead/Lag
Lead-Lag Optimize?
Recall Mode None None None C-Max C-Max C-Max C-Max C-Max
Act Effct Green (s) 28.2 28.2 81.8 81.8 81.8 81.8
Actuated g/C Ratio 0.24 0.24 0.68 0.68 0.68 0.68
v/c Ratio 0.77 0.44 0.29 0.24 0.63 0.24
Control Delay 49.7 4.8 15.0 9.6 13.0 6.8
Queue Delay 0.0 0.0 0.0 0.0 0.2 0.0
Total Delay 49.7 4.8 15.0 9.6 13.3 6.8
LOS D A B A B A
Approach Delay 31.5 10.9 11.7
Approach LOS C B B
Queue Length 50th (ft) 239 0 59 231 295 59
Queue Length 95th (ft) 307 43 91 315 396 97
Internal Link Dist (ft) 672 1002 634 375
Turn Bay Length (ft) 450
Base Capacity (vph) 884 1022 319 1270 1257 1091
Starvation Cap Reductn 0 0 0 0 89 0
Spillback Cap Reductn 0 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0 0
Reduced v/c Ratio 0.72 0.42 0.29 0.24 0.68 0.24

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 48 (40%), Referenced to phase 2:NBTL and 6:SBTU, Start of Green
Natural Cycle: 60
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.77
Intersection Signal Delay: 19.9 Intersection LOS: B
Intersection Capacity Utilization 76.2% ICU Level of Service D
Analysis Period (min) 15

Splits and Phases:     6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp
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Lane Group WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Volume (vph) 0 77 969 57 0 955
Future Volume (vph) 0 77 969 57 0 955
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 0 0 140
Storage Lanes 0 1 0 0
Taper Length (ft) 100 300
Satd. Flow (prot) 0 1611 3511 0 0 3539
Flt Permitted
Satd. Flow (perm) 0 1611 3511 0 0 3539
Link Speed (mph) 45 45 45
Link Distance (ft) 839 455 410
Travel Time (s) 12.7 6.9 6.2
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 0 86 1140 0 0 1061
Sign Control Stop Free Free

Intersection Summary
Area Type: Other
Control Type: Unsignalized
Intersection Capacity Utilization 40.0% ICU Level of Service A
Analysis Period (min) 15
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Intersection
Int Delay, s/veh 0.5

Movement WBL WBR NBT NBR SBL SBT
Lane Configurations
Traffic Vol, veh/h 0 77 969 57 0 955
Future Vol, veh/h 0 77 969 57 0 955
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length - 0 - - - -
Veh in Median Storage, # 0 - 0 - - 0
Grade, % 0 - 0 - - 0
Peak Hour Factor 90 90 90 90 90 90
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 86 1077 63 0 1061

Major/Minor Minor1 Major1 Major2
Conflicting Flow All - 570 0 0 - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -
Critical Hdwy - 6.94 - - - -
Critical Hdwy Stg 1 - - - - - -
Critical Hdwy Stg 2 - - - - - -
Follow-up Hdwy - 3.32 - - - -
Pot Cap-1 Maneuver 0 465 - - 0 -
          Stage 1 0 - - - 0 -
          Stage 2 0 - - - 0 -
Platoon blocked, % - - -
Mov Cap-1 Maneuver - 465 - - - -
Mov Cap-2 Maneuver - - - - - -
          Stage 1 - - - - - -
          Stage 2 - - - - - -

Approach WB NB SB
HCM Control Delay, s 14.5 0 0
HCM LOS B

Minor Lane/Major Mvmt NBT NBR WBLn1 SBT
Capacity (veh/h) - - 465 -
HCM Lane V/C Ratio - - 0.184 -
HCM Control Delay (s) - - 14.5 -
HCM Lane LOS - - B -
HCM 95th %tile Q(veh) - - 0.7 -
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Lane Group EBL EBR NBU NBL NBT SBT SBR
Lane Configurations
Traffic Volume (vph) 33 714 60 464 177 180 35
Future Volume (vph) 33 714 60 464 177 180 35
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900
Storage Length (ft) 200 300 300 0
Storage Lanes 1 1 2 0
Taper Length (ft) 100 100
Satd. Flow (prot) 1770 2787 0 3433 3539 3454 0
Flt Permitted 0.950 0.950
Satd. Flow (perm) 1770 2787 0 3433 3539 3454 0
Right Turn on Red Yes Yes
Satd. Flow (RTOR) 793 15
Link Speed (mph) 30 45 45
Link Distance (ft) 1004 410 1119
Travel Time (s) 22.8 6.2 17.0
Peak Hour Factor 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Shared Lane Traffic (%)
Lane Group Flow (vph) 37 793 0 583 197 239 0
Number of Detectors 1 1 1 1 1 1
Detector Template Left Right Left Left
Leading Detector (ft) 40 40 20 40 106 106
Trailing Detector (ft) 0 0 0 0 100 100
Detector 1 Position(ft) 0 0 0 0 100 100
Detector 1 Size(ft) 40 40 20 40 6 6
Detector 1 Type Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex Cl+Ex
Detector 1 Channel
Detector 1 Extend (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Queue (s) 0.0 0.0 0.0 0.0 0.0 0.0
Detector 1 Delay (s) 0.0 0.0 0.0 0.0 0.0 0.0
Turn Type Perm Perm Prot Prot NA NA
Protected Phases 5 5 2 6
Permitted Phases 4 4
Detector Phase 4 4 5 5 2 6
Switch Phase
Minimum Initial (s) 7.0 7.0 7.0 7.0 12.0 12.0
Minimum Split (s) 15.0 15.0 15.0 15.0 20.0 20.0
Total Split (s) 45.0 45.0 55.0 55.0 75.0 20.0
Total Split (%) 37.5% 37.5% 45.8% 45.8% 62.5% 16.7%
Yellow Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
All-Red Time (s) 2.0 2.0 2.0 2.0 2.0 2.0
Lost Time Adjust (s) -2.0 -2.0 -2.0 -2.0 -2.0
Total Lost Time (s) 5.0 5.0 5.0 5.0 5.0
Lead/Lag Lag Lag Lead
Lead-Lag Optimize? Yes Yes Yes
Recall Mode None None None None C-Max C-Max
Act Effct Green (s) 13.0 13.0 50.0 97.0 42.0
Actuated g/C Ratio 0.11 0.11 0.42 0.81 0.35
v/c Ratio 0.19 0.79 0.41 0.07 0.20
Control Delay 48.9 9.4 20.8 2.7 27.0
Queue Delay 0.0 0.0 0.0 0.0 0.0
Total Delay 48.9 9.4 20.8 2.7 27.0
LOS D A C A C
Approach Delay 11.2 16.3 27.0
Approach LOS B B C
Queue Length 50th (ft) 27 0 122 8 61
Queue Length 95th (ft) 56 57 186 27 105
Internal Link Dist (ft) 924 330 1039
Turn Bay Length (ft) 200 300 300
Base Capacity (vph) 590 1457 1430 2860 1218
Starvation Cap Reductn 0 0 0 0 0
Spillback Cap Reductn 0 0 0 0 0
Storage Cap Reductn 0 0 0 0 0
Reduced v/c Ratio 0.06 0.54 0.41 0.07 0.20

Intersection Summary
Area Type: Other
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Cycle Length: 120
Actuated Cycle Length: 120
Offset: 9 (8%), Referenced to phase 2:NBT and 6:SBT, Start of Green
Natural Cycle: 55
Control Type: Actuated-Coordinated
Maximum v/c Ratio: 0.79
Intersection Signal Delay: 15.4 Intersection LOS: B
Intersection Capacity Utilization 62.4% ICU Level of Service B
Analysis Period (min) 15

Splits and Phases:     11: US-70/I-40 Connector Road & Site Driveway
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5: US-70/I-40 Connector Road & I-40 EB Service Road Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.4 0.0 0.1
Total Del/Veh (s) 28.0 19.7 17.6 23.4

6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 1.9 0.0 0.0 0.6
Total Del/Veh (s) 34.5 12.6 5.6 16.6

7: US-70/I-40 Connector Road & Ben Johnston Road Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 0.1 0.0 0.0 0.0
Total Del/Veh (s) 3.9 2.1 1.7 2.1

11: US-70/I-40 Connector Road & Site Driveway Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.0 0.2 0.0
Total Del/Veh (s) 9.3 19.4 19.3 16.7

Total Zone Performance

Denied Del/Veh (s) 1.1
Total Del/Veh (s) 242.3
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Intersection: 5: US-70/I-40 Connector Road & I-40 EB Service Road

Movement EB EB NB NB SB SB
Directions Served L LTR T R L T
Maximum Queue (ft) 209 229 145 30 280 73
Average Queue (ft) 129 151 68 2 162 24
95th Queue (ft) 195 216 123 23 270 63
Link Distance (ft) 1002 345 664
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 400 40 400
Storage Blk Time (%) 20
Queuing Penalty (veh) 3

Intersection: 6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp

Movement WB WB WB WB NB NB SB SB
Directions Served LT T R R L T UT R
Maximum Queue (ft) 249 276 116 67 52 244 195 114
Average Queue (ft) 133 180 58 31 14 95 61 16
95th Queue (ft) 224 247 99 59 42 206 148 66
Link Distance (ft) 1036 664 664 410 410
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 450 450 450
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 7: US-70/I-40 Connector Road & Ben Johnston Road

Movement WB NB
Directions Served R TR
Maximum Queue (ft) 72 14
Average Queue (ft) 32 0
95th Queue (ft) 53 5
Link Distance (ft) 557 410
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 11: US-70/I-40 Connector Road & Site Driveway

Movement EB EB EB NB NB NB NB SB SB
Directions Served L R R UL L T T T TR
Maximum Queue (ft) 52 99 91 185 181 67 74 177 152
Average Queue (ft) 13 58 48 98 106 16 22 85 73
95th Queue (ft) 39 89 79 163 165 51 60 152 125
Link Distance (ft) 961 338 338 1693 1693
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 200 300 300 300
Storage Blk Time (%)
Queuing Penalty (veh)

Zone Summary
Zone wide Queuing Penalty: 3
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5: US-70/I-40 Connector Road & I-40 EB Service Road Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.3 0.0 0.0
Total Del/Veh (s) 26.3 27.3 8.1 18.2

6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 2.8 0.0 0.1 1.3
Total Del/Veh (s) 29.5 18.1 30.7 28.0

7: US-70/I-40 Connector Road & Ben Johnston Road Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 0.2 0.0 0.0 0.0
Total Del/Veh (s) 9.4 2.4 6.7 5.2

11: US-70/I-40 Connector Road & Site Driveway Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.0 0.2 0.0
Total Del/Veh (s) 14.1 15.0 31.6 18.0

Total Zone Performance

Denied Del/Veh (s) 2.0
Total Del/Veh (s) 331.2
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Intersection: 5: US-70/I-40 Connector Road & I-40 EB Service Road

Movement EB EB NB SB SB
Directions Served L LTR T L T
Maximum Queue (ft) 249 268 99 148 45
Average Queue (ft) 132 162 38 35 5
95th Queue (ft) 202 225 86 97 26
Link Distance (ft) 1002 346 664
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 400 400
Storage Blk Time (%) 12
Queuing Penalty (veh) 0

Intersection: 6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp

Movement WB WB WB WB NB NB SB SB
Directions Served LT T R R L T UT R
Maximum Queue (ft) 363 404 184 114 110 235 452 202
Average Queue (ft) 233 287 87 27 49 63 313 60
95th Queue (ft) 329 382 157 66 101 152 517 156
Link Distance (ft) 1038 664 664 363 363
Upstream Blk Time (%) 18
Queuing Penalty (veh) 88
Storage Bay Dist (ft) 450 450 450
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 7: US-70/I-40 Connector Road & Ben Johnston Road

Movement WB SB SB
Directions Served R T T
Maximum Queue (ft) 110 346 222
Average Queue (ft) 49 63 18
95th Queue (ft) 93 251 143
Link Distance (ft) 783 338 338
Upstream Blk Time (%) 2 0
Queuing Penalty (veh) 8 2
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 11: US-70/I-40 Connector Road & Site Driveway

Movement EB EB EB NB NB NB NB SB SB
Directions Served L R R UL L T T T TR
Maximum Queue (ft) 94 162 140 202 190 95 102 255 218
Average Queue (ft) 27 94 67 117 109 16 32 113 78
95th Queue (ft) 72 157 115 191 174 55 81 197 153
Link Distance (ft) 913 338 338 1450 1450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 200 300 300 300
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Zone Summary
Zone wide Queuing Penalty: 98
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5: US-70/I-40 Connector Road & I-40 EB Service Road Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.6 0.0 0.0
Total Del/Veh (s) 20.5 11.9 10.4 15.8

6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 2.2 0.0 0.0 1.0
Total Del/Veh (s) 37.0 15.2 11.1 22.7

7: US-70/I-40 Connector Road & Ben Johnston Road Performance by approach

Approach WB NB SB All
Denied Del/Veh (s) 0.1 0.1 0.0 0.1
Total Del/Veh (s) 7.2 1.7 1.7 1.9

11: US-70/I-40 Connector Road & Site Driveway Performance by approach

Approach EB NB SB All
Denied Del/Veh (s) 0.0 0.0 0.2 0.0
Total Del/Veh (s) 14.1 14.9 35.0 16.8

Total Zone Performance

Denied Del/Veh (s) 1.4
Total Del/Veh (s) 122.8
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Intersection: 5: US-70/I-40 Connector Road & I-40 EB Service Road

Movement EB EB NB SB SB
Directions Served L LTR T L T
Maximum Queue (ft) 184 213 68 148 10
Average Queue (ft) 108 135 17 61 0
95th Queue (ft) 158 189 51 125 5
Link Distance (ft) 1002 346 664
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 400 400
Storage Blk Time (%) 2
Queuing Penalty (veh) 0

Intersection: 6: US-70/I-40 Connector Road & I-40 WB Service Road/I-40 WB Exit Ramp

Movement WB WB WB WB NB NB SB SB
Directions Served LT T R R L T UT R
Maximum Queue (ft) 365 379 182 166 160 111 331 82
Average Queue (ft) 204 251 82 31 63 13 175 15
95th Queue (ft) 308 343 146 86 129 55 287 57
Link Distance (ft) 1038 664 664 363 363
Upstream Blk Time (%) 0
Queuing Penalty (veh) 1
Storage Bay Dist (ft) 450 450 450
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 7: US-70/I-40 Connector Road & Ben Johnston Road

Movement WB
Directions Served R
Maximum Queue (ft) 85
Average Queue (ft) 32
95th Queue (ft) 62
Link Distance (ft) 783
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 11: US-70/I-40 Connector Road & Site Driveway

Movement EB EB EB NB NB NB NB SB SB
Directions Served L R R UL L T T T TR
Maximum Queue (ft) 95 247 178 215 218 139 113 165 120
Average Queue (ft) 31 126 73 129 148 21 33 82 58
95th Queue (ft) 74 214 135 194 206 82 81 149 110
Link Distance (ft) 923 338 338 1074 1074
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 200 300 300 300
Storage Blk Time (%) 2
Queuing Penalty (veh) 9

Zone Summary
Zone wide Queuing Penalty: 10
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